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State:

Georgia

SUMMARY
Proposed Total Maximum Daily L oads (TMDLSs)
303(d) Listed Streamsin Upper Ocmulgee River Basin - HUC 03070103

Counties:  Gwinnett, DeKalb, Walton, Fulton, Clayton, Rockdale, Newton, Henry, Spalding, Bultts, Jasper, Lamar, Monroe, Jones, Crawford, and
Bibb.

Major River Basin: Ocmulgee River

Constituent(s) of Concern: Fecal Coliform Bacteria

Summary of 303(d) Listed Waterbody I nformation and Allocation by Stream Segment

Segment

Drainage

Stream I Use WLA LA TMDL (#/30
ment Description S Length | Area MOS Per cent

Name Seg p Classification (mi I%ﬁ) (mile<) (#/30days) | (#/30 days) days) Reduction
Fishing/

Alcovy River Cedar Creek to Bay Creek Drinking 4 61.09 0 427x 102 | 4.74x 10" 4.74 x 1022 57
Water

Almand Branch | L2rvard Branch to Snapping Fishing 5 925 | 2.84x10" | 4.40x 10" | 489x10° | 7.73x 10t 9

Beaver Ruin Gwinnett County Fishing 8 9.58 0 280x10% | 311x 10" | 3.11x 102

Creek 89

Big Cotton Panther Creek to Brush Creek Fishing 5 126.26 0 202x10% | 225x 10" | 2.25x 102

Indian Creek ) ) ) ) 80

Big Flat Creek Headwaters to Flat Creek Fishing 13 19.09 1.31x 10" | 6.41x10% | 7.12x 10" 7.26 x 102 15

Big Haynes Brushy Creek to Little Panther Drinking 1 12 11 12

Croek Crook Water 2 33.86 1.14x 10" | 2.31x102 | 257x 10 2.68x 10 85

Big H Fishing/

o Headwaters to Brushy Creek Drinking 9 3214 | 114x10" | 231x 102 | 257x 10" | 2.68x 102 85
Water

Big Haynes Little Haynes Creek to Yellow Drinking 1 12 11 12

Creek River Water 5 8228 1.14x 10 2.31x 10 257x 10 2.68x 10 85

Big Sandy Creek Qﬁ/‘;‘r’th'am"ﬂa Creek to Ocmulgee Fishing 10 5658 | 159x 10" | 361x 10™ | 410x10° | 520x 104

66




t | Drainage

Stream - Segmen

Segment Description Use Length | Area WLA LA MOS TMDL (#30 Per cent
Name Classification (miles) | (miley | ¢730day9) (#30 days) days) Reduction
Bromolow Creek | Headwaters to Beaver Ruin Creek Fishing 5 10.54 0 6.98x 10 | 7.75x 10" | 7.75x 10% 74
Cabin Creek :ieadver“aters Griffin to Towaliga Fishing 16 3383 | 398x10" | 398x10° | 366x10° | 4.31x 10" 72
Camp Creek Headwaters to Jackson Creek Fishing 6 7.69 0 2.88x 10" | 3.20x 10" | 3.20x 10% 74
Cedar Creek Headwaters to Alcovy River Fishing 4 6.10 0 155x 10" | 1.72x 10" 1.72 x 10" 52
Falling Creek :i'lsle‘f Falling Creek to Ocmulgee Fishing 9 107.74 0 6.81x 10" | 757x10° | 6.82x 101 52
Hopkins Creek Headwaters to Alcovy River Fishing 4 4.84 0 3.33x 10" | 3.70x 10 3.33x 10" 53
Jacks Creek Headwatersto Y ellow River Fishing 4 5.17 2.28x 10" | 1.28x10% | 1.42x 10" 1.65 x 10 15
Jackson Creek Gwinnett County Fishing 7 21.50 6.83x 10" | 8.55x 10% | 9.50x 10™ 1.03x 10" 74
(":'rté'eiHay”S Hwy 20 to Big Haynes Creek Fishing 11 2656 0 8.40x 10" | 9.33x10° | 9.33x 10" 62
k/:ghig‘;”gr ok E akeade““aters to Stone Mountain Fishing 3 311 0 480x10" | 534x10° | 534x 10" 67
Little Suwanee . . . g 12 11 12

Creek Tributary to Yellow River Fishing 2 8.58 0 1.33x 10 1.48x 10 1.48x 10 17
(N:r(')eSkus ness Headwaters to Norris Lake Fishing 6 1443 | 228x10" | 1.82x 102 | 202x 10" | 2.25x 102 69
Pew Creek Gwinnett County Fishing 4 30.10 0 1.22x10® | 1.35x 10" 1.35x 10 12
Ocmulgee River | Beaverdam Creek to Walnut Creek Fishing 40 974 6.83x 10 | 6.89x 10" | 7.65x 10 | 7.57x10% 88




t | Drainage

Stream - Segmen

Segment Description cl pf.se . Length | Area /\é\(l)laA #/38'3‘ MOS TMEL (#30 Per cent
Name assification | hiee | (miley | #30days) | (#30days) ays) Reduction
Ocmulgee River E‘r’ggfofkee Creek to Echeconnee Fishing 10 1396 | 1.14x10® | 804x 10" | 893x 102 | 9.18x 10™3 90
Rocky Creek #(ﬂ;ﬁig&cm‘( Road to Fishing 5 5069 | 546x 10" | 356x 10" | 396x 10 | 5.81x 10 93
Shetley Creek Headwaters to Bromolow Creek Fishing 2 1.29 0 6.17x 10" | 6.85x 10" | 6.85x 10" 75
Shoal Creek Headwaters to Alcovy River Fishing 5 8.33 0 7.31x 10" | 813x 10" | 813x 10" 73
Snapping Shoals : i 11 12 11 12

Creek Almand Branch to South River Fishing 10 39.40 2.84x 10 141x 10 1.56 x 10 1.85x 10 75
South River Atlantato Flakes Mill Road Fishing 16 99.86 0 1.15x 10® | 1.27x 10" 1.27 x 10" -
South River E'g;is Mill Road to Pole Bridge Fishing 9 60.84 | 129x10® | 312x10" | 346x 10 | 4.75x 10 48
South River Hwy 20 to Snapping Shoals Creek Fishing 11 296.89 1.29x 10" | 3.12x 10" | 3.46x 10% 4.75x 108 48
South River Pole Bridge Creek to Hwy 20 Fishing 15 88.08 1.29x 10" | 3.12x 10" | 3.46x 10% 4.75x 108 48
South River Snapping Shoals to Jackson Lake Fishing 7 47.10 1.53x 10® | 4.21x 10" | 4.68x 10% 6.21x 10" 50
itg;i Mountain E akeade““aters to Stone Mountain Fishing 4 4.05 0 155x 102 | 1.72x10" |  1.72x 102 63
Secuwater Lee Daniel Cresk to Yellow River Fishing 6 4912 | 170x102 | 152x 10 | 168x 102 | 185x 10 79
Swift Creek Headwaters to Y ellow River Fishing 5 7.93 0 7.17x 10" | 7.96x 10" | 7.96x 10" 71




t | Drainage
Stream - Segmen
Segment Description cl pf.se . Length | Area /WlaA #/38'3‘ MOS TMEL (#/30 Per cent
Name assification | hiee | (miley | #30days) | (#30days) ays) Reduction
Tobesofkee
Creek (3 Cole Creek to Rocky Creek Fishing 18 214.36 2.69x 10" | 2.82x 10" | 3.13x 10™ 5.50 x 10" 88
segments)
Downstream Jackson South WPCP . 11 11 10 11
Town Branch 16 Aboothlacoosta Creek Fishing 3 3.64 1.59x 10" | 1.05x 10" | 1.05x 10 2.64x 10 97
Turkey Creek Headwaters to Yellow River Fishing 4 2.63 0 657x 10" | 7.30x10° | 7.30x 10" 70
Tussahaw Creek | Wolf Creek to Lake Jackson Fishing 6 74.35 569x10° | 3.30x 10" | 367x 10" | 367x10" 71
Walnut Creek Headwaters to Ocmulgee River Fishing 20 93.00 0 3.62x 10" | 4.02x 10™ 4.02 x 10% 99
Watson Creek Headwatersto Y ellow River Fishing 3 3.97 0 9.62x 10" | 1.07x 10" 1.07 x 10* 70
Wise Creek Headwaters to Ocmulgee River Fishing 6 17.30 0 1.61x 10" | 1.79x 10" 1.79 x 10" 78
Fishing/
Yellow River Big Haynes Creek to Jackson Lake Drinking 25 566.29 3.00x 10" | 7.16x 10" | 7.95x 10% 8.25x 10 64
Water
. . Drinki ng 12 13 12 13
Yellow River Hwy 124 to Big Haynes Creek Water 16 259.54 250x 10 5.65x 10 6.28 x 10 6.53 x 10 64
Yellow River Sweetwater Creek to Hwy 124 Fishing 16 161.96 227x10"% | 451x 10" | 5.01x 10% 5.23x 10 65
\ére'e'e?("" Water 1 mile d/s Stark Road Fishing 7 31.03 2.05x 10" | 7.13x 10" | 7.92x 10° 2.76 x 10" 86
Note: All future permitted discharges shall meet the water quality standard for fecal coliform bacteria of 200-counts/100 ml.

Applicable Water Quality Standard for Drinking Water and Fishing use classifications:
Section 391-3-6-.03 (6) of the Sate of Georgia Rules and Regulations for Water Quality Control, Chapter 391-3-6 Revised, July, 2000:
May through October - fecal coliformisnot to exceed ageometric mean of 200 per 100 ml based on at |east four samples collected from agiven sampling site over
a 30-day period at intervals not lessthan 24 hours. Should water quality and sanitary studies show fecal coliform levelsfrom non-human sources exceed 200 per
100 ml (geometric mean) occasionally, then the all owable geometric mean fecal coliform shall not exceed 300 per 100 ml in lakes and reservoirsand 500 per 100
ml in free flowing freshwater streams.
November through April - fecal coliformisnot to exceed ageometric mean of 1,000 per 100 ml based on at |east four samples coll ected from agiven sampling site




over a 30-day period at intervals not less than 24 hours and not to exceed a maximum of 4,000 per 100 ml for any sample. The geometric mean standard isthe
target value for the TMDLs

Applicable Water Quality Standard for Recreation use classification:
Section 391-3-6-.03 (6) of the State of Georgia Rules and Regulations for Water Quality Control, Chapter 391-3-6 Revised, July, 2000:
Fecal coliform is not to exceed a geometric mean of 100 per 100 ml for coastal waters or 200 per 100 ml for all other recreational waters, based on at least four
samples collected from agiven sampling site over a30-day period at intervals not lessthan 24 hours. Should water quality and sanitary studies show fecal coliform
level sfrom non-human sources exceed 200 per 100 ml (geometric mean) occasionally, then the allowable geometric mean fecal coliform shall not exceed 300 per
100 ml in lakes and reservoirs and 500 per 100 ml in free flowing freshwater streams.

TMDL Development - AnalysisM odeling:
The Hydrologic Simulation Program Fortran (HSPF) watershed model was used to develop these TMDLSs. An hourly time step was used to simulate hydrologic
and water quality conditions with results expressed as daily averages. Fecal coliform loading rates from the various sources are based on county population
estimates and literature values. A conservative estimate of in-stream decay was assumed inthemodel. A five-year time period was used to simulate water quality
conditionsin the South River watershesds and a 10-year time period was simulated in the remaining Upper Ocmulgee River watersheds. Thesetime periods cover
arange of precipitation events from which critical conditions were determined for estimating the TMDLSs.
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PROPOSED
FECAL COLIFORM TOTAL MAXIMUM DAILY LOADS(TMDLYS)
for 303(d) listed stream segmentsin the
UPPER OCMULGEE RIVER BASIN

1.0 INTRODUCTION

Section 303(d) of the Clean Water Act requires each stateto list those waterswithin its boundariesfor
which technology based effluent limitations are not stringent enough to protect any water quality standard
applicable to such waters. The TMDL process establishes the alowable loadings of pollutants or other
guantifiable parameters for a waterbody based on the relationship between pollution sources and in-stream
water quality conditions. This allows water quality based controls to be developed and implemented in an
effort to reduce pollution, and restore and maintain compliance with water quality standards.

The TMDLs proposed in this report represent the first phase of a long-term process to reduce fecal
coliform loading to meet water quality standards in the Upper Ocmulgee River basin. Implementation
strategieswill bereviewed and the TMDL swill berefined as necessary in the next phase (next five-year cycle).
The phased approach will support progress toward water quality standards attainment in the future. In
accordance with USEPA TMDL guidance (EPA, 1991), these TMDLs may be revised based on results of
future monitoring and source characterization data efforts.

The reduction scenario proposed for the TMDL s represent one possi ble allocation scenario that can be
used to meet water quality standards. Stakeholdersin the impaired watersheds may choose other alocation
scenarios to meet the required load reductions.

2.0 WATERSHED DESCRIPTION

The Ocmulgee River islocated in Central Georgiaoriginating southeast of the City of Atlantaon the
downstream side of Lake Jackson, where the South River, the Y ellow River and the Alcovy River converge
(Figure 1). The Ocmulgee River flows south and southeast for a distance of approximately 160 miles, until it
joins the Oconee River near the City of Hazlehurst, to form the Altamaha River. The confluence of the
Ocmulgee and Oconee Rivers form the Altamaha River, which continues in a southeaster direction to the
Atlantic Ocean. The Upper Ocmulgee River basin includes three United States Geologic Survey (USGS)
eight-digit hydrologic units, HUC 03070103 (Upper Ocmulgee River watershed).

The Ocmulgee River basin falls within the Level 111 Piedmont (45) and Southeastern Plains (65)
ecoregions. The Upper Ocmulgee River watershed islocated in the Level IV Southern Outer Piedmont (45b)
subecoregion. Thisregion contains mostly rolling to hilly terrain with slightly lower elevationsand less relief
than 45a; mostly red clayey soils; southern most boundary occurs at thefal line; major forest typeislablolly
short-leafed pine.

The Ocmulgee River basin contains approximately 9,349 miles of Reach File 3 (Rf3) level streamsand
drainsatotal areaof approximately 6,102 square miles. Watershed land use distribution is based on the Multi-
Resolution Land Characteristic (MRLC) databases derived from Landsat Thematic Mapper digita imagesfrom
the period 1990-1994. MRLC land usein the Upper Ocmulgee River basinissummarizedin Table 1. Figure
2 shows MRLC land use for the 303(d) listed segments in the Upper Ocmulgee River
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Major Riversand Streams
Upper Ocmulgee River Basin

10 0 10 20 30 40 50 Miles

Figure 1. Upper Ocmulgee River Basn.



Proposed Fecal Coliform TMDLs
Ocmulgee River Basin
(08/30/01 Draft)

Page 3 of 46

[] Upper Ocmulgee River Basin

/\/ Rivers and Streams
Landuse

I Urban
I Barrenor Mining
Transitional ‘
Agriculture - Cropland
[ Agriculture - Pasture
[ Forest
[ Upland Shrub Land
GrassLand
Il Water
| Wetlands

10 o 1 20 3 4 50 Miles

Figure 2. Landuse Distribution, Upper Ocmulgee River Basin.
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watershed for which aTMDL has been proposed in thisreport. Land use datain some portions of the Upper
Ocmulgee watershed in proximity to the metropolitan Atlanta area was modified using a methodology
developed by Aqua Terra, Inc. consultants. This methodology reclassified MRLC land use data for some
forested areasfrom “forested” to “built up” based on an analysis of thedegree or level of development adjacent
to that particular area. This approach was demonstrated to produce a more accurate land use analysis when
compared to recent land use data collected and compiled using more detail ed and accurate methods than were
used in developing the MRLC data. Thisadjustment wasjustifiable only for rapidly devel oping areas around
metropolitan Atlanta

For purposes of calculating fecal coliform loading rates applied to each land coverage, the MRLC data
were summarized into six broad categories: urban pervious, urban impervious, cropland, pastureland, forest
and, wetlands. Fecal coliform loading rates were assigned to all land coverages based on the types of sources
in each watershed and literature values (NCSU, 1994; EPA, 2001). The loadings from forest and wetlands
were assumed to be background. The loadings from urban, cropland, and pasturelands were subject to
reductionsin the TMDL analysis.

3.0 PROBLEM DEFINITION

EPA Region 4 approved Georgia s final 2000 303(d) list on August 28, 2000. This 303(d) list was
then updated for the Altamaha, Ocmulgee, and Oconee River Basins and was finalized and approved by EPA
Region 4 in June, 2001. The list identified the waterbodies for the Upper Ocmulgee River basin shown in
Table 2, as either not supporting or partially supporting designated use classifications, due to exceedence of
water quality standards for fecal coliform bacteria. Fecal coliform bacteria are used as an indicator of the
potential presence of pathogensin astream. The objective of this study isto develop fecal coliform TMDLSs
for 303(d) listed waterbodies in the Upper Ocmulgee River basin (Figure 3). In accordance with TMDL
guidelines (EPA, 1991), the TMDLs are based on readily available published.

Pursuant to the Consent Decree in the case of Sierra Club v. EPA, 1:94-cv-2501-MHS (N.D. GA),
the State or EPA shall develop TMDLsfor all waterbodies on the State of Georgia' s current 303(d) List by
aprescribed schedule. On June 30, 2001, The Georgia Environmental Protection Division (EPD)
proposed 11 TMDLsfor streamsin the Upper Ocmulgee River Basin impaired for fecal coliform bacteria.
The TMDL s for the remaining listed segmentsin the Basin are included in this report.

4.0 TARGET IDENTIFICATION

All of the 303(d) listed waterbodies in the Upper Ocmulgee River basin, with the exception of Lake
Jackson, has a designated use classification of either drinking water or fishing. The fecal coliform water
quality criteriafor protection of the drinking water and fishing use classification isestablished by the State of
Georgia Rules and Regulations for Water Quality Control, Chapter 391-3-6 Revised, July, 2000. These
criteriawill be used as the target level for fecal coliform TMDL development for al listed segmentsin the
Upper Ocmulgee River basin, with the exception of Lake Jackson.
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# USGS Flow Gage
Streams Impaired by Fecal Coliform
Rivers and Streams

[] Upper Ocmulgee Subwatersheds
[ | Hydrologic Boundary (8-digit)
Citiesand Towns

10 0 10 20 30 40 50 Miles

Figure 3. Subwatersheds and 303(d) Listed Streams, Upper Ocmulgee River Basin.
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Section 391-3-6-.03 (6) of the Sate of Georgia Rules and Regulations for Water Quality Control,

Chapter 391-3-6 Revised, July, 2000, states that during the months of May through October, when water

contact recreation activities are expected to occur, fecal coliformisnot to exceed ageometric mean of 200 per

100 ml based on at least four samples collected from agiven sampling siteover a30-day period at interval s not

less than 24 hours. Should water quality and sanitary studies show fecal coliform levels from non-human

sources exceed 200/100 ml (geometric mean) occasionally, then the allowable geometric mean fecal coliform

shall not exceed 300 per 100 ml in lakes and reservoirs and 500 per 100 ml in free flowing freshwater streams.

For the months of November through April, fecal coliform isnot to exceed ageometric mean of 1,000 per 100

ml based on at |east four samples collected from a given sampling site over a30-day period at intervalsnot less

than 24 hours and not to exceed a maximum of 4,000 per 100 ml for any sample. The geometric mean

standard is the target for the TMDLs. An implicit and explicit MOS is applied to this standard during
development of the TMDLS, as detailed in Section 8.3 of this report.

Lake Jackson is the only 303(d) listed waterbody in the Upper Ocmulgee River basin, which has a
designated use classification of recreation. The fecal coliform water quality criteria for protection of the
recreation use classification is also established by the Sate of Georgia Rules and Regulations for Water
Quality Control, Chapter 391-3-6 Revised, July, 2000, and will be used asthe target level for fecal coliform
TMDL development for Lake Jackson.

Section 391-3-6-.03 (6) of the Sate of Georgia Rules and Regulations for Water Quality Control,
Chapter 391-3-6 Revised, July, 2000, statesthat for recreational use waters, fecal coliform isnot to exceed a
geometric mean of 100 per 100 ml for coastal waters or 200 per 100 ml for all other recreational waters, based
on at least four samples collected from a given sampling site over a30-day period at intervals not lessthan 24
hours. Should water quality and sanitary studies show fecal coliform levels from non-human sources exceed
200 per 100 ml (geometric mean) occasionaly, then the allowable geometric mean fecal coliform shall not
exceed 300 per 100 ml in lakes and reservoirs and 500 per 100 ml in free flowing freshwater streams.

The geometric mean standard is the primary target value for the TMDL s as the geometric meanisa
better representation of average conditions in the stream than the instantaneous standard. The instantaneous
standard is difficult to model and insufficient data are available to calibrate the water quality model to this
standard. By meeting the geometric mean standard compliance with the instantaneous standard is usually
obtained. In the South River watershed TMDL s, simulated concentrations are expressed in terms of asix-year
geometric mean plot. For the other Upper Ocmulgee River watersheds, aten-year time period was simul ated.
The purpose of the long term time period is to show that the proposed reductions comply with the geometric
mean standards and to illustrate standards have been met for all seasons. To address uncertainty in the model,
amargin of safety (MOS) of 10 percent of the load allocation isincluded in the TMDLSs.

5.0 WATER QUALITY ASSESSMENT AND DEVIATION FROM TARGET

Compliance with the applicablefecal coliformwater quality criteriawas assessed for each 303(d) listed
waterbody, based on water quality data collected from the monitoring stations listed in Table 3.

Water quality data collected during calendar year 1999 for the 303(d) listed stream segments are
summarizedin Table4. A geometric mean in excess of 200 counts per 100 milliliters during the period May —
October, or in excess of 1000 counts per 100 milliliters during the period November — April, providesabasis
for adding a stream segment to the 303(d) List. A single samplein excess of 4000 counts per 100 milliliters
can also provide a basis for adding a stream segment to the 303(d) List. Stream segments that do not have
1999 monitoring data exceeding the above geometric mean or single sample criterion were placed on the
303(d) List asaresult of data collected prior to 1999.
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Several stream segments of Big Haynes Creek and Beaver Ruin Creek were placed on the 303(d) List
based on fecal coliform levels reported by Gwinnett County from accidental spills from municipal water
pollution control plants. It was not possible to use these data to calibrate the water quality model rather the
datawere used to assesswater quality conditionsin the streams. The calibrations of these models were based
on data collected by the USGS during routine monitoring on Big Haynes Creek and Beaver Ruin Creek.

6.0 SOURCE ASSESSMENT

An important part of the TMDL analysis is the identification of source categories, source
subcategories, or individual sources of fecal coliform bacteria in the watershed and the amount of loading
contributed by each of these sources. Sourcesare broadly classified as either point or nonpoint sources. Point
sources comprise the waste load allocation (WLA) component of the TMDL whereas nonpoint sources
comprise the load allocation (LA) component of the TMDL.

A point source can be defined as a discernable, confined, and discrete conveyance from which
pollutants are or may be discharged to surface waters. Point source discharges of industrial wastewater and
treated sanitary wastewater must be authorized by National Pollutant Discharge Elimination System (NPDES)
permits. NPDES permitted facilities discharging treated sanitary wastewater are considered primary point
sources of fecal coliform bacteria.

Nonpoint sources of fecal coliform bacteriaare diffuse sourcesthat cannot beidentified asentering a
waterbody through adiscrete conveyance at asinglelocation. These sourcesgenerally, but not always, involve
accumulation of fecal coliform bacteria on land surfaces and washoff as a result of storm events. Typical
nonpoint sources of fecal coliform bacteriainclude:

Wildlife

Land application of agricultural manure

Livestock grazing

Leaking septic systems

Urban development (including leaking sewer collection lines)
Animals having access to streams

6.1 Point Sources

Thereare 37 permitted point source discharges|ocated in the drainage areas of the 303(d) listed stream
segments. These facilities are primarily municipal water pollution control plants (WPCP). In addition, three
combined sewer overflow (CSO) facilities are located in the headwaters of the South River in Fulton County.
The average discharge flow and flow-weighted average fecal coliform loading for the NPDES facilities, as
calculated from CY 1999 Discharge Monitoring Report (DMR) data were provided by EPD and are
summarized in Table 5. Design flows, and fecal coliform loading based on monthly fecal coliform permit
limits, are also provided in Table 5. In the water quality models, the fecal coliform loading rates from these
facilities (with the exception of the CSOs) was cal culated using the design flow and the permit concentration of
200 counts/ 100 ml. Thisload is considered a conservative estimate of the WLA component as most of the
NPDES facilities discharging fecal coliform use disinfection prior to discharge.

The CSO facilities are currently under a consent decree (EPA, 1999) to meet end-of -pipe criteriafor
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fecal coliform bacteriaby 2007. The CSOs are permitted to discharge only under high flow conditions with

the WPCP facilities operating at full capacity. Inthewater quality models, actual discharge data provided by

EPD was used to model the CSOs. Inthe TMDL, the CSOs do not discharge during the critical conditions
(i.e., low flow event) and do not contribute to the waste load allocation component of the TMDL.

6.2 Nonpoint Source Assessment
6.2.1 Wildlife

Wildlife deposit feces onto land surfaces where it can be transported during storm events to nearby
streams. In the water quality model, the wildlife fecal coliform contribution is accounted for in the deer
population, as population estimates of raccoons, waterfowl, and other wildlife are not readily available. The
deer population is estimated to be 30 to 45 animals per square mile in this area (GeorgiaWRD, 1999). The
upper limit of 45 deer per square mile has been chosen to account for deer and all other wildlife present inthe
watershed. Itisassumed that the wildlife population remains constant throughout the year, and that wildlifeis
uniformly distributed on all land classified in the MRL C database as forest, pasture, cropland, and wetlands.
The fecal coliform concentration assigned to deer is approximately 5.0x10° counts/animal/day (EPA, best
professional judgment). The resulting load attributed to wildlife is about 3.5 x10” counts/acre-day.

6.2.2 Agricultural Animals

Agricultural animalsare also apotential source of several typesof fecal coliform loading to streamsin
the Upper Ocmulgee River basin. Livestock data are reported by county and published by the USDA in the
Census of Agriculture (USDA, 1997). The available livestock data include population estimates for cattle,
beef cows, dairy cows, hogs, sheep, and poultry (broilers and layers). Livestock data for the counties
comprising the 303-(d) listed streams are shown in Table 6. Cattle numbers reported in the census data also
represent other breeds of cattle and calvesin addition to dairy and beef. Assumptions regarding agricultural
animals and resource management practices were provided by NRCS (USDA, 2001) and are summarized as
follows:

Aswith wildlife, agricultural livestock grazing on pastureland or forestland deposit their feces onto
land surfaces where it can be transported during storm events to nearby streams.

Confined livestock operations al so generate manure, which can be applied to pastureland and cropland
as a fertilizer. Processed agricultural manure from confined hog, dairy cattle, and some poultry
operationsisgeneraly collected in lagoonsand applied to land surfaces during the growing season, at
rates which often vary on a monthly basis. Data sources for agricultural animals are tabulated by
county and are based on information obtained from the Census of Agriculture (USDA, 1997). Fecal
coliform loading rates for livestock in the watershed are estimated to be: 1.06 x 10™ counts/day/beef
cow, 1.24 x 10" counts/day/hog, 1.04 x 10" counts/day/dairy cow, 1.38 x 10® counts/day/layer
chicken, and 1.22 x 10" counts/day/sheep (NCSU, 1994).

Agricultural livestock and other unconfined animals (i.e., deer and other wildlife) also often have
direct access to streams that pass through pastures. Feces deposited into these streams by grazing
animals are included in the water quality model as a point source having constant flow and
concentration. To calculate the amount of fecal coliform bacteriaintroduced into streamsby cattle, it
isassumed that 50 percent of the beef cowsin the watershed have accessto the streams, and of those,
25 percent defecatein or near the stream banks during a portion of the day (personal communication,
EPA, Georgia Agribusiness Council, NRCS, University of Georgia, et. al.). Theresulting percentage
of time fecal coliform bacteriais discharged into the stream from grazing animalsis 0.025 percent.
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Assumptions regarding manure management practices for specific agricultural livestock operations areas are
similar to those used to develop the TMDLs for the South Georgia Four Basins in 2000 and include:

Poultry litter is normally piled for a period before it is applied to the land. Within the Upper
Ocmulgee River basin it is estimated that approximately 60 percent of poultry litter (i.e., broiler
and layers) is applied to pastureland and 40 percent is applied to cropland. Itisassumed that the
poultry litter is applied primarily during the period between March and October (inclusive), and
that application rates vary monthly.

Hog farmsin the Upper Ocmulgee River basin operate by confining the animals or allowing them
to graze in small pastures or pens. It isassumed that al of the hog manure produced by either
farming method is applied to available pastureland, with negligible amounts applied to cropland.
Application rates of hog manureto pastureland vary monthly according to management practices.
Manureis applied during the period between March and October (inclusive).

On dairy farms, the cows are confined for alimited period each day during which time they are
fed and milked. Thisisestimated to befour hours per day for each dairy cow. It isassumed that
60 percent of manure collected during confinement is applied to pastureland and 40 percent is
applied to cropland. It is also assumed that the dairy cow manure is applied during the period
between February and October (inclusive), as well as in November. Application rates vary
monthly according to management practices.

Beef cattle are assumed to be in pasture year round. Therefore, beef cow manureis applied only
to pastureland and at a constant monthly rate. Thisrate varies between watersheds, astherateisa
function of the number of beef cows in the watershed.

6.2.3 Leaking Septic Systems

Fecal coliform loading in the Upper Ocmulgee River basin may a so be attributed to septic system
failures. Loading rates are based on estimates from county census data of peoplein each listed stream
watershed utilizing septic systems and literature values for fecal coliform concentrations in human waste.
These estimates were updated based on a county-by-county survey conducted by EPD in April-May 2001.
It is estimated that there are approximately 2.37 people per household on septic systems (EPA, best
professional judgment). For modeling purposes, it is assumed that ten percent of the septic systemsin the
watershed leak. Leaking septic systems are included in the water quality model as a point source having
constant flow and concentration. The average feca coliform concentration of the septic system wastewater
reaching a stream was assumed to be 1 x 10" counts per 100 ml (EPA, 2001).

6.24 Urban Development

Fecal coliform loading from urban areasis potentially attributable to multiple sourcesincluding storm
water runoff, leaks and overflows from sanitary sewer systems, illicit discharges of sanitary waste, runoff from
improper disposal of waste materials, leaking septic systems, and domestic animals. Urban runoff and storm
water processes are considered to be significant contributors to fecal coliform concentrations in some Upper
Ocmulgee River subwatersheds.

7.0 ANALYTICAL APPROACH
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Establishing the relationship between in-stream water quality and source loading is an important

component of TMDL development. It allows the determination of the relative contribution of sourcesto total

pollutant loading and the evaluation of potential changes to water quality resulting from implementation of

various management options. Thisrelationship can be developed using avariety of techniques ranging from

gualitative assumptions based on scientific principles to numerical computer modeling. In this section, the

numerical modeling techniques developed to simulate fecal coliform bacteria fate and transport in the
watershed are discussed.

7.1 Model Selection

A dynamic computer model was selected for fecal coliform analysisin order to: @) simulate the time
varying nature of fecal coliform deposition on land surfaces and transport to receiving waters; b) incorporate
seasonal effects on the production and fate of fecal coliform bacteria; and c) identify the critical condition for
the TMDL analysis. Several computer-based tools were also utilized to generate input data for the model.

The Nonpoint Source Model (NPSM) is a watershed model capable of simulating nonpoint source
runoff and associated pollutant loadings, account for point source discharges, and performing flow and water
quality routing through stream reaches. NPSM is based on the Hydrologic Simulation Program - Fortran
(HSPF). Inthese TMDLSs, NPSM was used to simulate point source discharges, simulate the deposition and
transport of fecal coliform bacteriafrom land surfaces, and compute the resulting water quality response. In-
stream decay of fecal coliform bacteriaisincluded inthe modd at arate of 0.048 per hour. Thisrate represents
the median value reported in Lombardo (1972) who reported decay rates from 0.008 per hour to 0.13 per hour.

In addition to NPSM, the Watershed Characterization System (WCS), ageographicinformation system
(GIS) toal, was used to display, analyze, and compile available information to support water quality model
simulations. This information includes land use categories, point source dischargers, soil types and
characteristics, population data (human and livestock), and stream characteristics. Results of the WCS
characterization are input to a spreadsheet developed by Tetra Tech, Inc. to estimate NPSM input parameters
associated with fecal coliform buildup (loading rates). The spreadsheet isalso used to estimate direct sources
of fecal coliform loading to water bodies from leaking septic systems and animals having access to streams.
Information from the WCS and spreadsheet toolswere used asinitial input for variablesin the NPSM model.

7.2 Model Set Up

The Upper Ocmulgee River basin wasdivided into 21 projects with each project containing between 7
and 13 delineated subwatersheds. The delineated watersheds correspond to the 12 digit HUCs established by
the State of Georgiaand are shownin Figure 3. Watershed delineation was based on the Reach File 3 (Rf3)
stream coverage and Digital Elevation Moddl (DEM) data. This discretization allows management and load
reduction alternatives to be varied by subwatershed.

Animportant factor influencing model resultsisthe precipitation data contained in the meteorol ogical
datafileused inthesimulation. The pattern and intensity of rainfall affectsthe build-up and wash-off of fecal
coliform bacteria from the land into the streams, as well as the dilution potential of the stream. Precipitation
datafrom aweather station in close proximity to awatershed was used in the simulations and are presented in
Appendix A.

7.3 Model Calibration

Cadlibration of the watershed model included both hydrology and water quality components. The
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hydrology calibration was performed first and involved adjustment of the model parameters used to
represent the hydrologic cycle until acceptable agreement was achieved between simulated flows and
historic stream flow data from a USGS stream gaging station in the watershed for the same period of time.
Model parameters adjusted include: evapotranspiration, infiltration, upper and lower zone storage,
groundwater storage, recession, losses to the deep groundwater system, and interflow discharge.
Hydrology calibrations are presented in Appendix A, along with USGS gages used for the flow
calibrations. Calibrated models were then subjected to model validation to ensure that generated model
streamflows for each of the impaired segments were acceptable.

The model was also calibrated for water quality. Appropriate model parameters were adjusted to
obtain acceptable agreement between simulated instream fecal coliform concentrations and observed data
collected at the sampling stationsindicated in Table 3. Water quality calibrations are presented in Appendix B.

8.0 DEVELOPMENT OF TOTAL MAXIMUM DAILY LOAD

The TMDL process quantifies the amount of a pollutant that can be assimilated in a waterbody,
identifies sources of the pollutant, and recommends regulatory or other actions to be taken to achieve
compliance with applicable water quality standards based on the rel ationship between pollution sourcesandin-
stream water quality conditions. A TMDL can be expressed as the sum of all point source loads (WLAS),
nonpoint source loads (LAS), and an appropriate margin of safety (MOS), which takes into account any
uncertainty concerning the relationship between effluent limitations and water quality:

TMDL = SWLAs+ SLAs+ MOS

Theobjectiveof aTMDL isto alocate loads among known pollutant sources throughout awatershed
so that appropriate control measures can be implemented and water quality standards achieved. 40 CFR
8130.2 (i) statesthat TMDLSs can be expressed in terms of mass per time (e.g., pounds per day), toxicity, or
other appropriate measure. For fecal coliform bacteria, the TMDL s are expressed as counts per 30 days. The
TMDL represents the maximum load that can occur over a 30-day period while maintaining water quality
standards.

81 Critical Conditions

Thecritical condition for nonpoint sourcefecal coliformloading isan extended dry period followed by
arainfall runoff event. During the dry weather period, fecal coliform bacteria builds up on the land surface,
and is washed off by rainfall. The critical condition for point source loading occurs during periods of low
stream flow when dilution is minimized. Both conditions are smulated in the water quality model.

A definitive time period was used to simulate a continuous 30-day geometric mean concentration to
compareto thetarget. For TMDLsin the Upper Ocmulgee Basin, thistimeperiodissix yearsasthisisthetime
period when water quality data from CSOs were available. This time period covers arange of hydrological
conditions that included both low and high stream flows.

The simulated 30-day geometric mean concentrations for existing conditions are presented in
Appendix C. From these figures, critical conditions can be determined. The 30-day critica period in the
model is the period preceding the largest simulated violation of the geometric mean standard (EPA, 1991).
During periods where the model predicted extremely low stream flows, the model often became unstable and
exhibited extreme positive or negative spikes. These portions of the simulation were excluded from
consideration of the critical period. Meeting water quality standards during the critical period ensures that
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water quality standards can be achieved throughout the reviewed time period. For the listed segmentsin the
Upper Ocmulgee River basin, the critical period used in development of the TMDLsisgivenin Table 7.

8.2 Existing Conditions

The existing fecal coliform load for each of the 303(d) listed waterbodies in the Upper Ocmulgee
River basin was determined in the following manner:

The calibrated model, corresponding to the portion of the Upper Ocmulgee River basinthat is
upstream of the pour point of the listed waterbody segment was run for a time period that
included thecritical condition. Thiscritical time period is provided for each listed segment in
Table7.

The existing fecal coliform load for each listed segment is represented as the sum of the
NPDES permitted fecal coliform load from all point discharges (at design limits), the daily
discharge load of other modeled direct sources (e.g., other direct sources such as animal
access to streams, illicit discharges of fecal coliform bacteria, failing septic systems, or
leaking sewer collection lines), and the daily fecal coliform load indirectly going to surface
waters from all land uses (e.g., surface runoff), over the 30 day critical period.

Model results indicate that nonpoint sources related to urban and agricultural land uses have the
greatest impact on the fecal coliform bacteria loading in the Upper Ocmulgee River basin. Direct inputs of
fecal coliform bacteriafrom “ other sources’ (i.e., animal accessto streams, illicit discharges of fecal coliform
bacteria, failing septic systems, and leaking sewer collection lines) are also shown to increase bacterialoading
in the watershed. Reductions in these loading rates reduce the in-stream fecal coliform bacteria levels.
Nonpoint source | oading rates representing existing conditions during the critical period areshownin Table7.

In general, point sourceloadsfrom NPDES facilities, with the exception of CSOs, do not significantly
contribute to theimpairment of thelisted stream segments since discharges from these facilitiesare required to
betreated to levels corresponding to instream water quality criteria. Table 5 provides point source loadsfrom
NPDESfacilities based on DMRs (when available), and |oads based on permitted facility flowsand limits. As
shown in thistable, most facilities for which data are available have existing (i.e., based on DMR reporting)
loads that are significantly lower than the maximum load at the permit limits.

8.3 Margin of Safety (MOS)

There are two methods for incorporating a MOS in the analysis: a) implicitly incorporate the MOS
using conservative model assumptionsto devel op alocations; or b) explicitly specify aportion of the TMDL as
the MOS and use the remainder for allocations. Both an explicit and an implicit MOS were incorporated in
these TMDLs. Implicit MOS include conservative modeling assumptions and a continuous simulation that
incorporates a range of meteorological events. Conservative modeling assumptions used include: septic
systemsdischarging directly into the streams; development of the TMDL using loads based on the design flow
and fecal coliform permit limits of NPDES facilities; and all 1and areas considered to be connected directly to
streams. An explicit MOS was included in the TMDL s by reducing the load allocation by 10 percent.

84 Determination of TMDL, WLA, and LA

The TMDL isthetotal amount of pollutant that can be assimilated by awater body while maintaining
water quality standards. Fecal coliform bacteria TMDLS are expressed as counts per 30-day period as the
water quality standard is expressed in terms of the 30-day geometric mean. The TMDL, therefore, represents
the maximum fecal coliform bacteriaload that can be assimilated by astream during the critical 30-day period
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while maintaining the fecal coliform bacteria water quality standard of 200 counts/ 100 ml. As previoudy
stated, the TMDL is calculated using the equation:

TMDL = SWLAs+ SLAs+ MOS

With MOS equal t010 percent of the LA value, the TMDL, @ WLA, and & LA were determined according to
the following procedure:

The calibrated model, corresponding to the portion of the watershed that is upstream of the
pour point of thelisted waterbody segment wasrun for atime period that included the critical
condition as specified in Table 7.

Existing NPDES permitted facilities and any known future facility discharges were assumed
to discharge at design flows and the fecal coliform permit limit of 200-counts/100 ml.

Fecal coliform land loading variables and the magnitude of loading from sources modeled as
“other direct sources’ were adjusted within a reasonable range of known values until the
resulting fecal coliform concentration at the pour point of the listed water body segment was
less than or equal to 200 counts/100ml.

The @aWLA is the load associated with the daily discharge loads of all modeled NPDES
permitted facilities summed over the 30-day critical period. The discharge load for each
facility represents the design flow at a fecal coliform concentration of 200-counts/100 ml
(permit limit).

Thea LA isthedaily fecal coliform load indirectly going to surface waters from all modeled
land use areas as a result of buildup/washoff processes plus the daily discharge load sources
modeled as* other direct sources’ and the result summed over the 30-day critical period. The
resultant load was reduced by 10 percent and represents the MOS.

The TMDL components for the listed water bodies are summarized in Table 8.

84.1 WoasteLoad Allocations

Thereare 37 NPDES permitted facilitiesthat dischargefecal coliform bacteriain the Upper Ocmulgee
River basin. Inthe TMDL, the WLA assigned to each impaired segment isthe sum of theload from al NPDES
facilitiesin the drainage basin of theimpaired segment. For the South River TM DL, dischargesfrom the CSO
facilities were not considered, as the critical period is alow flow event and these facilities do not discharge
during thistime. Futurefacility permitswill require end-of-pipelimits equivalent to thewater quality standard
of 200-counts/100 ml.

8.4.2 Load Allocations

There are two modes of transport for nonpoint source fecal coliform bacteria loading in the model.
First, loading from failing septic systems, animalsin the stream, and |leaking sewer system collection linesare
modeled as “other direct sources’ to the stream and are independent of precipitation. The second mode
involves loading resulting from fecal coliform accumulation on land surfaces and wash-off during storm
events. Fecal coliform applied to land is subject to adie-off rate and an absorption rate beforeit istransported
to the stream.
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Model resultswere analyzed to determine which sources of fecal coliform have the greatest impact on
the fecal coliform bacteria loadings in Upper Ocmulgee River Basin. In general, nonpoint source runoff
contributes the greatest fecal coliform | oad to the streams. Reductionsin both urban and agricultural loadsto
the stream aswell asreductionsin direct sourcesto the stream (i.e., animal accessto streams and leaking septic
systems) are shown to improve water quality conditions. The percent reductions required from nonpoint source
loads to the impaired streams are shown in Table 8.

Water quality impairment in Lake Jackson isdue primarily to the load from the upstream watersheds.

Water quality conditions should improve when the load from the upstream watershedsisreduced. Ananalysis
of the data collected at the L ake Jackson Dam pool illustrates high feca coliform concentrations during thelate
spring and early summer following storm events. Itisbelieved that these elevated values are caused by flows
“short-circuiting” (flows moving directly through the reservoir in the top layer) through the reservoir. By
bringing the upstream watersheds into compliance, water quality standards should be achieved in the lake.

Best management practi ces should be employed in the urban areas around the lake to ensure that fecal coliform
bacterialevels remain below the water quality standard.

Best management practices (BMPs) that could be used to implement this TMDL include
controlling pollution from agriculture and urban runoff, identification and elimination of illicit discharges
and other unknown “direct sources’ of fecal coliform bacteriato the streams, and repair of leaking sewer
collection lines and failing septic systems. The South River isimpacted by CSOs. For this stream to meet
water quality standards, the load from CSOs would need to meet water quality criteria at end of pipe.
Compliance with the consent decree between the City of Atlanta and EPA should result in obtainment of
water quality standards. Loading from agricultural sources may be minimized by adoption of NRCS
resource management practices. NRCS practices include measures such as covering manure stacks
exposed to the environment; reducing animal access to streams; and applying manure to agricultural lands
at agronomic rates. Measures which can reduce urban contributions include: repair and renovation of
leaking sewer collection systems; reduction of sewer overflows and surcharges by use of separate conduit
systems for domestic wastewater and stormwater; encouragement of househol ds and businesses to connect
to public sewer systems and reduce the population using septic systems.

8.4.3 Seasona Variation

Seasonal variation wasincorporated in the continuous simulation water quaity model by using varying
monthly loading rates, daily meteorological data, and along-term time period.

9.0 RECOMMENDATIONS

The TMDL analysis was performed using the best data available to specify WLAs and LAsthat will
meet the water quality criteriafor fecal coliform in the Upper Ocmulgee River basin so as to support the use
classification specified for each of the listed segments in Table 2. The following recommendations and
strategies are targeted toward source identification, collection of data to support additional modeling and
evaluation, and subsequent reduction in sources that are causing impairment of water quality.

9.1 Point Source Facilities

All dischargesfrom point sourcefacilities are required to bein compliance with the conditions of their
NPDES permit at all times. All permitted facilitieswith the potential to dischargefecal coliform which do not
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currently have afecal coliform limit will be given afecal coliform limit of not more than 200 counts/ 100 ml
during the permit reissuance process.

9.2 Urban Sources of Fecal Coliform Loading

Urban sources of fecal coliform can best be addressed using a strategy which involves public
participation and intergovernmental coordination to reduce the discharge of pollutantsto the maximum extent
practicable using management practices, control techniques, public education, and other appropriate methods
and provisions. The following activities and programs conducted by cities, counties, and state agencies are
recommended:

Monitoring programsto identify the types and extent of fecal coliform water quality
problems, relative degradation or improvement over time, areas of concern, and
source identification;

Requirementsthat all new and replacement sanitary sewage systems are designed to
minimize discharges from the system into storm sewer systems;

Mechanismsfor reporting and correcting illicit connections, breaks, surcharges, and
general sanitary sewer system problems;

Sustained compliance with NPDES permit discharge requirements.
9.3 Agricultural Sources of Fecal Coliform Loading

The Georgia Environmental Protection Division (EPD) should coordinate with the Georgia Soil and
Water Conservation Commission, and the Natural Resources Conservation Service (NRCS) to addressissues
concerning fecal coliform loading from agricultural lands in the Upper Ocmulgee River basin. It is
recommended that information (such as livestock populations by subwatershed, animal access to streams,
manure application practices, etc.) be evaluated periodically so that watershed models can be updated to reflect
current conditions. It is further recommended that BMPs be utilized to reduce the amount of fecal coliform
bacteria transported to surface waters from agricultural sources to the maximum extent practicable.

94 Stream Monitoring

Further monitoring of the fecal coliform concentrations at current and additional water quality
monitoring stations in the watershed is needed to better characterize sources of fecal coliform bacteria and
document future reduction of loading. Georgia swatershed management approach specifiesafive-year cycle
for planning and assessment. Watersheds will be examined (or re-examined) as appropriate, on a rotating
basis.

9.5 Future Efforts

ThisTMDL representsthefirst phase of along-term processto reduce fecal coliform loading to meet
water quality standardsin the Upper Ocmulgee River basin. Implementation strategieswill be reviewed and
the TMDLs will be refined as necessary in the next phase (next five-year cycle). The phased approach will
support progresstoward water quality standards attainment in the future. In accordance with USEPA TMDL
guidance, these TM DL s may berevised based on results of future monitoring and source characterization data
efforts.
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10.0 Public Participation

A sixty-day public comment period will be provided for this TMDL document. During the public
comment period, the availability of the TMDLs will be public noticed, the TMDLswill be posted on EPA’s
website, a copy of the TMDLs will be provided as requested, and the public will be invited to provide
comments on the TMDLSs.

11.0 Implementation

EPA has always recognized that implementation of TMDLs isimportant, sincea TMDL improves
water quality when the pollutant allocations are implemented, not when a TMDL is established. EPA
believes, however, that TMDL implementation and implementation planning is the responsibility of the
State of Georgia, through its administration of the Nationa Pollutant Discharge Elimination System
(NPDES) point source permit program and through its administration of any regulatory or non-regulatory
nonpoint source control programs. Neither the Clean Water Act nor EPA’ s current regulations require a
TMDL to include an implementation plan.

A consent decree in the case of Sierra Club v. EPA, 1:94-cv-2501-MHS (N.D. Ga.) requiresthe
State or EPA to develop TMDLsfor all waterbodies on the State of Georgia's current 303(d) list according
to aschedule contained in the decree. On July 24, 2001, the district court entered an order finding that the
decree also requires EPA to develop TMDL implementation plans. EPA disagrees with the court’s
conclusion that implementation plans are required by the decree and has appealed the July 24, 2001 order.

The Agency is moving forward, however, to comply with the obligations contained in the order.
Since EPA does not believe it is possible to propose an adequate plan in the time available between July
24, 2001 and the proposal of this TMDL, this proposal outlines the steps EPA intends to undertake to
develop an implementation plan before the TMDL is established.
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Table1 Land Use Distribution for 303(d) Listed Streams in the Upper Ocmulgee River Basin (source: MRLC, 1993)
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Big Flat Creek
(Headwaters to Flat 0 3968 62 1240 140 0 51 188 1907 34 101 | 3155 0 938 66 367 0
Creek) ©0) | (325 | (05 | (02 | @2 | (00 (0.4) (@5 | (156) | (03) | 08 | (25.8) | (00) | 77 | ©5 | (30) | (0.0)
Big Haynes Creek
. 0 4440 3 4328 297 0 139 1030 | 5485 210 | 434 | 3946 0 1320 1 40 0
(Brushy Creek to Little ©0) | 205 | 00 | @00) | 14 | ©0 | ©6 | @8 | @3 | @0 | @0 | w2 | 0o | 61 | 00 | ©2 | ©0)
Panther Creek)
Big Haynes Creek
(Headwaters to Brushy 0 4042 3 4123 292 0 139 1029 5154 199 428 | 3866 0 1256 1 40 0
Creek) 00 | (197) | 00 | (00 | @4 | (00 ©0.7) G0 | (251 | @0 | 1) | 188 | (00 | 61 | 00 | (02 | (00
Big Haynes Creek
: 1 14429 26 10708 | 560 0 169 1178 | 12796 | 453 606 | 7568 0 2973 39 1154 0
(Little Ha_ynes Creek to ©0) | @74 | 0y | @3 | @y | ©0 | 03 | @2 | @3 | 09 | @2 | @wa | 00 | 67 | 0n | @2 | ©0
Yellow River)
Big Sandy Creek
0 13738 67 8793 137 0 69 333 6822 167 146 | 2744 0 847 902 | 1447 0
(AbOOthlaCOC_’Sta Creekto | o) | @79 | 02 | @23 | 04 | 00 | ©2 | 09 | ass | o5 | 04 | @6 | 00 | @3 | @5 | @0 | ©o
Ocmulgee River)
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Land Use Categories - in units of acres (percent)
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Bromolow Creek
0 921 75 770 | 1107 0 518 | 1684 | 1073 13 354 1 0 0 32 201 0
(F{Hgac::watir)s to Beaver 00 | 137 | @y | at4 | wa | 00 | @7 | @0 | @9 | 02 | 63 | 00 | 00 | ©0 | 05 | 30 | 00
uin Cree
Cabin Creek
. 0 5908 1 3325 | 314 0 176 | 1123 | 5238 | 150 | 386 | 3766 0 1007 | 10 159 0
_(I_Heac:_"vatg_s G)”ff'n to ©0) | 273 | ©0 | @54 | @4 | 00 | 08 | 62 | @2 | 07 | @8 | @74 | 0o | 61 | 00 | ©7) | ©0
owaliga River
Camp Creek
(Headwaters to Jackson 0 738 0 826 370 0 179 1103 1243 8 191 30 0 111 120 0 0
Creek) ©00) | @150 | ©0) | @68 | 75 | ©0) | @6 | @24 | @53 | 02 | 39 | ©6 | 00 | @3 | @4 | 00 | (00
Cedar Creek
(Headwaters to Alcovy 0 1889 0 493 4 0 0 1 586 2 0 667 0 191 14 58 0
River) ©0) | 484 | ©0) | @26 | ©1 | ©0 | ©0 | ©0 | @50 | ©1 | ©0) | @7y | ©0) | @9 | ©4) | @5 | (0.0
Falling Creek
. . 24 | 24012 8 32817 | 11 0 0 41 0113 | 157 13 703 49 551 | 1061 | 396 0
g—'ttle IFa”'an_ Cr‘iek to ©0) | (38 | 00 | @76 | 00 | ©0 | 0o | ©0n | @2 | 02 | 00 | a0 | 01 | ©8 | @5 | ©6 | ©0)
cmulgee River
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Land Use Categories - in units of acres (percent)
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Hopkins Creek
(Headwaters to Alcovy 0 1398 0 425 68 0 23 102 561 4 30 345 0 94 45 0 0
River) 00 | 452 | 00 | (187 | (22 | (00 0.7) 33 | @81y | (01 | @0 | a1y | (0 | B0 | @5 | (©0) | (0.0
Jacks Creek
(Headwaters to Yellow 0 549 0 399 98 0 200 1076 709 2 267 3 0 2 1 0 0
River) ©0.0) | (@66 | (00 | (121) | 23) | (0.0 (61) | (326 | @15 | ©1) | 81 | (01 | 00 | ©1) | (0O | (00 | (0.0
Jackson Creek
: 0 1936 0 2138 670 0 943 4155 | 3080 35 461 49 0 133 157 0 0
(Gwinnett County) ©0 | @1 | 0o | @55 | @9 | 0o | 9 | @02 | @24 | 03 | 34 | 04 | 00 | @0 | @1 | ©0 | 00
Little Haynes Creek
(Hwy 20 to Big Haynes 0 5666 9 3092 213 0 29 129 4032 69 119 | 2284 0 937 8 411 0
Creek) 00 | (333 | (01 | (182 | (13 | (0.0 (0.2) 08 | (37 | 04 | 07 | (134) | (00 | G55 | 1) | (24) | (0.0
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Land Use Categories - in units of acres (percent)
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Little Stone Mountain
Creek 0 352 0 489 32 0 10 363 690 6 40 3 0 7 0 0 0
(Headwaters to Stone (0.0) 17.7) (0.0) (24.6) (1.6) | (0.0) (0.5) (18.2) | (34.6) (03) | (20) | (02 | (00 | (04 | 0.0 | 0.0 | (0.0)

Mountain Lake)

Little Suwanee Creek
: . 0 1611 33 681 310 0 79 649 1308 o1 207 99 0 68 1 357 0
(Tributary to Yellow River) | oo | 203 | ©6 | 24 | 66 | 00 | @ |ate | @38 | an | @8 | a8 | 0o | a2 | 0o | 65 | ©0

No Business Creek

(Headwaters to Norris 0 2410 0 1620 248 0 187 929 2348 112 265 748 0 314 53 0 0
Lake) 0) | (@61 | ©0) | (175 | @7 | (0.0 (20) | (101) | (254 | @2 | (29 | (81) | (00) | (34) | (06) | (0.0) | (0.0)

Ocmulgee River

0 13738 | 67 8793 | 137 0 69 333 | 6822 | 167 | 146 | 2744 | o 847 | 902 | 1447 | o0
\(/-\EoFeiO(f:k‘e)e Cr.to ©0) | 379 | 02 | @43 | 04 | ©0) | 02 | ©9 | @2 | ©5 | 04 | @6 | 00 | @3 | 25 | @0 | ©0)
alnu r.
Pew Creek

: 0 3823 16 2663 | 1377 | 0 779 | a487 | 4063 | 111 | 1301 | 326 0 72 | 161 | @7 0
(Gwinnett County) ©0) | @98 | 01 | @8 | 72 | 0o | @0 | @3 | ey | 06 | 68 | @n | ©0) | ©4 | ©8 | ©05 | 00
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Land Use Categories - in units of acres (percent)
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Rocky Creek
(1 mile u/s Rocky Creek 193 | 6900 17 5323 | 2280 | © 2115 | 4687 | 5026 | 348 | 553 | 843 | 143 | 1978 | 1163 | 871 0
Road to Tobesofkee ©6) | @13 | 01 | (64) | 7.0 | 00 | 65 | @44 | @55 | @1 | @n | @6 | ©4 | ©®1) | 36 | @7 | 00)
Creek)

Shetley Creek
0 125 0 76 86 0 38 288 158 0 51 0 0 0 1 0 0
(Headwaters to Bromolow | o | @52 | ©00) | ©2 | aos | 0o | @e | @50 | a2 | 00 | 62 | ©0 | 00 | 00 | 01 | 00 | ©0

Creek)

Shoal Creek
(Headwaters to Alcovy 0 1698 0 756 201 0 184 571 1284 27 155 381 0 77 0 0 0
River) (00) | (318 | (©00) | (142 | (38 | (0.0 (35 | (107 | (@41 | (05 | (29 | (71 | ©0) | (14 | (0 | (00) | (0.0)

Snapping Shoals Creek
0 6726 36 4216 | 1326 0 413 1884 | 3809 135 | e62 | 3012 0 1742 | 126 | 1130 0
(Almand Branch to South ©0) | (@7 | 01 | @67n | 63 | ©0 (1.6) 75) | @51 | 05 | @6 | 119 | 00 | 69 | 05 | @5 | (0.0

River)

South River

(Atlanta to Flakes Mill 3 11467 0 6838 | 7902 | © 5025 | 20335 | 8765 | 121 | 2337 | 204 0 348 | 563 0 0
Road) ©0) | @79 | ©0) | @7 | @4 | ©o | 79 |ELe | @37 | ©2 | @7 | 03 | 00 | ©5 | ©9 | 00 | 00
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Land Use Categories - in units of acres (percent)
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South River
. 2 8204 10 6470 | 2094 0 1818 | 10993 | 6741 | 183 | 847 | 484 0 346 | 464 | 284 0
(BFI'ZkeSCMI” E)O&d toPole | oo | 1) | ©0) | 66 | G4 | ©0) | @1 | @82 | 473 | 05 | @2 | a2 | 00 | 09 | @2 | 07 | ©o
ridge Cree
South River
. 14 | 54403 | 223 | 34254 | e117 0 1878 | 10583 | 35744 | 2620 | 2508 | 24057 | 0 | 12310 | 500 | 4701 0
(Sl_t|1WyI20CtO Skn)applng ©0) | (286) | 01 | @80) | @2 | ©0) | @0 | G6 | (188 | 14 | @4 | 126 | ©0) | 65 | ©03) | @5 | (0.0
oals Cree
South River
(Pole Bridge Creek to 0 15429 3 12476 | 1087 0 608 4523 | 12770 470 829 | 4777 | 602 | 2151 | 397 246 0
Hwy 20) ©0) | @74 | ©0 | @21 | @9 | ©0 | @n | ®0 | @27 | ©8 | @5 | ®5 | @1 | @8 | ©7) | 04 | (0.0
South River
. 0 13686 | 15 5811 | 123 0 9 136 | 5015 | 698 3 | 3102 0 1284 | 28 201 0
Ssnzpplng ih‘))als to ©0) | @454) | ©1) | @3 | ©4 | 00 | ©0 | ©5 | 66 | @3 | ©n | 203 | 00 | @3 | 01 | ©7 | 00
aCkson Lake
Stone Mountain Creek
0 582 0 457 363 0 81 334 714 5 45 0 0 0 14 0 0
&"eaciwat?—rskt% Stone ©0) | 224 | 00 | @76 | @0 | ©0 | @y | w9y | @5 | 02 | @y | 0o | 0o | ©0o | 05 | ©0 | ©0)
ountain Lake
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Land Use Categories - in units of acres (percent)
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Sweetwater Creek
: 0 5876 188 4371 | 3420 0 1872 | 6162 | 6192 258 | 1146 | 827 0 272 | 356 | 496 0
(Lee Daniel Creek to ©0) | @87 | 06 | 139 | 109 | ©.0 60) | (196) | @97 | ©08 | @7 | @8 | 00 | 09 | @y | @e | 00

Yellow River)

Swift Creek
0 1320 0 1192 111 0 11 188 1213 95 48 108 | s72 | 188 31 0 0
(Headwaters to Yellow R) ©0) | (2600 | 00 | 35 | @2 | ©0 0.2) @7 | (34 | @9 | @o) | @1 | @3 | @7 | 06 | 00 | (0.0

Tobesofkee Cr (3

segments)

168 | 45827 88 28721 | 717 0 717 3401 | 20372 | 1967 | 593 | 15752 | 326 | 8642 | 3009 | 6799 0
(C?Olek)creek to Rocky 01 | 333 | 01 | 09 | ©5 | ©0 (0.5) 5 | (48 | @4 | 04 | q14) | ©02 | 63 | @3) | 49 | (00
ree

Town Branch

(D/S Jackson South 0 852 0 483 73 0 40 157 536 3 47 114 0 22 0 3 0
WPCP to Aboothlacoosta | ©9 | @65 | ©0 | 07 | @1 | ©0) | @n | 67 | @0 | 01 | @0 | @9 | 00 | @0 | 00 | @1 | (©0)

Creek)
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Land Use Categories - in units of acres (percent)
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Turkey Creek
(Headwaters to Yellow 0 262 0 298 30 0 75 505 365 2 81 36 0 15 14 0 0
River) ©0) | (156 | 0 | @77 | @8 | ©0 | @5 | @0 | (L7 | ©1) | 48 | 1 | 00 | (09 | 08 | (00 | (0.0
Tussahaw Creek
(Wolf Creek to Lake 0 13576 | 13 9792 | 142 0 35 157 | 9142 | 187 | 171 | 8208 | 58 | 3596 | 537 | 1881 | O
Jackson) ©0 | (@85 | (00) | 06 | (03 | ©0) | ©1) | ©3) | (192 | ©4 | (04 | @74 | ©1) | 75 | @1 | 40 | (0.0
Walnut Creek
164 | 18268 17 20275 | 506 0 459 2300 | 6984 379 | 111 | 2684 | 329 | 2348 | 4416 | 282 0
(Headwaters_ to ©3) | @7 | ©0) | @41 | ©8 | ©0) | ©8 | @9 | @L7) | ©6) | 02 | @5 | ©6 | @9 | 74 | 05 | (00
Ocmulgee River)
Watson Creek
(Headwaters to Yellow 0 285 0 548 90 0 96 622 662 1 163 40 0 14 17 0 0
River) 00 | (112 | ©0) | (16) | 36 | 00 | @8 | (245 | (261) | ©0) | 64) | (1.6) | 00) | (06) | ©7) | (©O) | (0.0
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Land Use Categories - in units of acres (percent)
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Wise Creek
(Headwaters to Kinnard 3 4292 2 3023 3 0 0 2 2335 9 0 693 0 573 34 104 0
Creek) ©00) | @88 | 00) | @73 | 00 | ©0) | ©0 | 00 | @L1) | ©1) | ©0) | 63 | 00 | G2 | ©03) | 09 | (0.0)
Yellow River
: 4 15111 | 826 | 81472 | 21647 | © 12124 | 58639 | 99123 | 4222 | 13726 | 31688 | 1886 | 13078 | 2666 | 6216 0
\(]Blngayrll_eSk C)reek to ©0) | (49 | ©02 | aze) | @1 | 00 | @6 |@wn| e | 09 | @0 | 69 | 04 | 28 | 06 | @3 | 00
ackson Lake
Yellow River
: 2 37697 | 284 | 28328 | 9554 0 5555 | 28714 | 36553 | 1705 | 6104 | 4701 | 1224 | 2608 | 994 | 2081 0
g'Wyk§24 to Big Haynes ©0) | (@27 | 02 | a7y | 8 | 00 @3) | 173) | @0 | 10 | @7 | @8 | ©7) | (16 | (06 | @3 | (00
ree
Yellow River
0 20569 | 237 | 15442 | 7189 0 4780 | 23217 | 22349 | 654 | 4747 | 1950 0 794 | 725 | 999 0
(stei;vz\l/?ter Creek to ©00) | (98 | 02 | @49 | 69 | ©0) | @6 | 224 | L6 | 06 | 46 | @9 | ©0) | ©8 | ©7) | L0 | (0.0
wy
Yellow Water Creek
. 0 7181 0 3182 157 0 60 349 3311 85 113 | 3850 0 1278 | 33 259 0
(1 mile d/s Stark Road) ©00) | @62 | 00) | @60) | 08 | 00 | ©3) | @8 | @67 | 04 | 06 | @94) | ©0) | 64 | 02 | @.3) | (0.0)
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Land Use Categories - in units of acres (percent)
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Lake Jackson
26 | 256063 | 937 | 159321 | 29580 | O 14761 | 79816 | 170454 | 11846 | 16130 | 90873 | 2451 | 36404 | 5701 | 20838 | 0
(Newton, Butts, and ©0) | (286 | 01 | @78 | @3 | 00 | @6 | 89 | 120 | @3 | @8 | @02 | ©03) | @1 | 06 | @3) | (0.0)

Jasper Counties)
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Table2 WaterbodiesListed for Fecal Coliform Bacteriain the Upper Ocmulgee River Basin (Source: EPD)

) Partially Not
Segment Designated ) )
st Name Use Supporting | Supporting
ream inti
Segment Description Length g Designate | Designate
(miles) Classification
d Uses d Uses
Fishing/
Alcovy River Cedar Creek to Bay 4 Drinking X
Creek
Water
Almand Branch Tanyar_d Branch to 5 Fishing X
Snapping Shoals
Beaver Ruin . s
Creek Gwinnett County 8 Fishing X
Big Cotton Indian | Panther Creek to Brush .
Creek Creek 5 Fishing X
Big Flat Creek | Headwaters to Flat 13 Fishing X
Creek
Big Haynes Brushy Creek to Little > Drinking X
Creek Panther Creek Water
Big Haynes Headwaters to Brushy F'?“"FQ’
9 Drinking X
Creek Creek
Water
Big Haynes Little Haynes Creek to 5 Drinking X
Creek Yellow River Water
. Aboothlacoosta Creek to .
Big Sandy Creek Ocmulgee River 10 Fishing X
Bromolow Creek He_adwaters to Beaver 5 Fishing X
Ruin Creek
Cabin Creek Headv_vater; Griffin to 16 Fishing X
Towaliga River
Camp Creek Headwaters to Jackson 6 Fishing X
Creek
Cedar Creek Hgadwaters to Alcovy 4 Fishing X
River
. Little Falling Creek to .
Falling Creek Ocmulgee River 9 Fishing X
Hopkins Creek Hgadwaters to Alcovy 4 Fishing X
River
Jacks Creek Hgadwaters to Yellow 4 Fishing X
River
Jackson Creek Gwinnett County Fishing X
Little Haynes Hwy 20 to Big Haynes .
Creek Creek 11 Fishing X
Little Stone Headwaters to Stone 3 Fishin X
Mountain Creek Mountain Lake 9
Little Suwanee Tributary to Yellow River 2 Fishing X
Creek
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) Partially Not
Segment | Designated . .
Stream Name o o Use Supporting | Supporting
Segment Description Lengt e Designate | Designate
(miles) Classification
d Uses d Uses
No Business Headwaters to Norris _—
Creek Lake 6 Fishing X
Fishing/
Ocmulgee River Beaverdam Creek to 10 Drinking X
Walnut Creek
Water
. Sandy Run Creek to Big L
Ocmulgee River Indian Creek 23 Fishing X
. Tobesofkee Creek to _—
Ocmulgee River Echeconnee Creek Fishing X
Pew Creek Gwinnett County 4 Fishing X
1 mile u/s Rocky Creek
Rocky Creek Road to Tobesofkee 5 Fishing X
Creek
Headwaters to _—
Shetley Creek Bromolow Creek 2 Fishing X
Shoal Creek gi(?/?aorlwaters to Alcovy 5 Fishing X
Snapping Shoals Al_mand Branch to South 10 Fishing X
Creek River
South River Atlanta to Flakes Mill 16 Fishing X
Road
. Flakes Mill Road to Pole __
South River Bridge Creek 9 Fishing X
, Hwy 20 to Snapping I
South River Shoals Creek 11 Fishing X
South River Pole Bridge Creek to 15 Fishing X
Hwy 20
, Snapping Shoals to I
South River Jackson Lake 7 Fishing X
Stone Mountain Headwaters to Stone 4 Fishin X
Creek Mountain Lake 9
Sweetwater Lee Daniel Creek to 6 Fishin X
Creek Yellow River 9
Swift Creek gi(?/?aorlwaters to Yellow 5 Fishing X
Tobesofkee Cole Creek to Todd 8 Fishin X
Creek Creek 9
Tobesofkee Lake Tobesofkee to _—
Creek Rocky Creek 10 Fishing X
D/S Jackson South
Town Branch WPCP to 3 Fishing X
Aboothlacoosta Creek
Turkey Creek gi(?/?aorlwaters to Yellow 4 Fishing X
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) Partially Not
Segment | Designated ] )
Stream Name o Use Supporting | Supporting
Segment Description Length e Designate | Designate
(miles) Classification
d Uses d Uses
Tussahaw Creek Wolf Creek to Lake 6 Fishing X
Jackson
Walnut Creek Headwaters to 20 Fishing X
Ocmulgee River
Watson Creek H_eadwaters to Yellow 3 Fishing X
River
Wise Creek Headwaters to 6 Fishing X
Ocmulgee River
. Fishing/
Yellow River Big Haynes Creek to 25 Drinking X
Jackson Lake
Water
vYellow River Hwy 124 to Big Haynes 16 Drinking X
Creek Water
, Sweetwater Creek to I
Yellow River Hwy 124 16 Fishing X
Yellow Water 1 mile d/s Stark Road 7 Fishing X
Creek
Lake Jackson Newton, BUHS.’ and N/A* Recreation X
Jasper Counties

*Affected area equals 650 acres
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Table 3 1999 Water Quality Monitoring Stations (Source: EPD)

USGS
Stream Name Segment Monitoring Monitoring Station Description
Description )
Station No.
Alcovy River Cedar Creek to Bay Alcovy River at St_ate Road 81 near
Creek 02208182 Loganville, Georgia
Almand Branch Tanyar_d Branch to Almand Branch at Stz_;lte Road 138
Snapping Shoals 02204748 near Conyers, Georgia
Beaver Ruin Gwinnett County No station No station
Creek
. . Big Cotton Indian Creek at
CB:lr%eCkotton Indian E?L?stﬂecr:rce;iek 0 Stockt_)ridge Road near Stockbridge,
02204222 Georgia
. Headwaters to Flat Big Flat Creek at U.S. Highway 78
Big Flat Creek Creek 02208420 near Loganville, Georgia
Big Haynes B.rushy Creek to _
Creek Little Panther Big Haynes Creek at _State Road 20
Creek 02207412 near Conyers, Georgia
Big Haynes Headwaters to
Creek Brushy Creek NA NA
Big Haynes Little Haynes Creek
Creek to Yellow River NA NA
Big Indian Creek Mossy Creek to Big Indian Creek at State Road 247
Ocmulgee River 02214835 near Kathleen, Georgia
Aboothlacoosta
Big Sandy Creek | Creek to Ocmulgee Big Sandy Creek at State Road 87
River 02211199 near Sandy, Georgia
Bromolow Creek Headwater_s to Bromolow Creek at Shackelford Road
Beaver Ruin Creek 02206030 near Norcross, Georgia
Cabin Creek Headwat_ers G_riffin Ca_bi_n Creek at State Road 16 near
to Towaliga River 02211380 Griffin, Georgia
Camp Creek Headwaters to C_amp Creek at Killian Hill Road near
Jackson Creek 02206235 Lilburn, Georgia
Cedar Creek Headwat_ers to Cedar Creek at Lukg Edwards Road
Alcovy River 02208180 near Dacula, Georgia
Falling Creek Little Falling Crgek FaI_Iing Creek - FAS 1640 Near East
to Ocmulgee River 02212600 | Juliet
Hopkins Creek Headwat_ers to Hopkins Creek_ at Stanley Road near
Alcovy River 02208085 Dacula, Georgia
Jacks Creek Headwat_ers to Jacks C_reek at Stz?lte Road 264 near
Yellow River 02207060 Centerville, Georgia
, Jackson Creek at Arcado Road near
Jackson Creek Gwinnett County 02206300 Luxomni, Georgia
Little Haynes Hwy 20 to Big Little Haynes Creek at State Road 138
Creek Haynes Creek 02207430 near Conyers, Georgia
Little Stone Headwaters to Little Stone M(_)untain Creek at Old
Mountain Creek Stone Mountain Stone Mountaln Road near Stone
Lake 02207135 Mountain, Georgia
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USGS
Stream Name | Segment Monitoring Monitoring Station Description
Description )
Station No.
Little Suwanee Tributary to Yellow Little Suwanee Creek at Russell Road
Creek River 02205130 near Lawrenceville, Georgia
No Business Headwaters to No Business Creek at Lee Road near
Creek Norris Lake 02207185 Snellville, Georgia
Ocmulgee River Beaverdam Creek _
to Walnut Creek 02212950 Ocmulgee River - Macon Water Intake
Ocmulgee River Sandy Run Creek Ocmulgee River - Georgia Highway
to Big Indian Creek 02214265 96
Tobesofkee Creek
Ocmulgee River | to Echeconnee Ocmulgee River - 6.0 Miles
Creek 02213700 Downstream from Tobesofkee Creek
Pew Creek Gwinnett County Pew Creek_ at Patters_on Road near
02205522 Lawrenceville, Georgia
1 mile u/s Rocky Rocky Creek at Log Cabin Drive near
Rocky Creek Creek Road to Macon, Georgia and Rocky Creek at
Tobesofkee Creek 02213660 Rock_y Creek Road near Macon,
02213675 Georiga
Shetley Creek Headwaters to Shetley Creek at Old I_\Iorcross Road
Bromolow Creek 02206000 near Norcross, Georgia
Shoal Creek Headwat_ers to Shoal Creek at I_3ram|ett S_hoals Road
Alcovy River 02208140 near Lawrenceville, Georgia
Snapping Shoals | Almand Branch to Snapping Shoals Creek at Bethany
Creek South River 02204776 Road near Oak Hill, Georgia
_ Atlanta to Flakes South River at _Jonesboro Roa_ld at
South River Mill Road 02203630 Atlanta, Georgia and South River at
02203800 Bouldercrest Road
South River Flakes MiII Road to _ o
Pole Bridge Creek 02203965 South River — Georgia Highway 155
Hwy 20 to
South River Snapping Shoals South River — Georgia Highway 81 at
Creek 02204520 Snapping Shoals
_ Pole Bridge Creek South R!ver - Klondike Road and
South River t0 Hwy 20 02204070 South River at State Road 20 near
02204149 Kelleytown, Georgia
South River Snapping Shoals to South River at Island Shoals Road
Jackson Lake 02204810 near Snapping Shoals, Georgia
Stone Mountain Headwaters to . . .
Creek Stone Mountain Stone Mountain Creek at _Sllver HI|!
Lake 02207130 Road near Stone Mountain, Georgia
Sweetwater Lee Daniel Creek Sweetwater Creek at U.S. Highway 29
Creek to Yellow River 02206100 near Luxomni, Georgia
Swift Creek Headwat_ers to S_vvift (_Zreek at (?onyers Street near
Yellow River 02207200 Lithonia, Georgia
Tobesofkee Cole Creek to Todd Tobesofkee Creek at Parks Road
Creek Creek 02213300 near Forsyth, Georgia
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USGS
Stream Name | Segment Monitoring Monitoring Station Description
Description )
Station No.
Tobesofkee Lake Tobesofkee Tobesofkee Creek — U.S. Highways
Creek to Rocky Creek 02213560 41 and 129
D/S Jackson S. Town Branch at James Moore Drive
Town Branch WPCP to (County Road 262) near Jackson,
Aboothlacoosta Cr. 02211110 Georgia
Turkey Creek Headwat_ers to Turkey Cregk at Marti_n Nash Road
Yellow River 02206448 near Snellville, Georgia
Tussahaw Creek Wolf Creek to Lake Tussahaw Creek at Fincherville Road
Jackson 02209750 near Stark, Georgia
Walnut Creek at McKay Road (County
Walnut Creek Headwaters to Road 11) near Clinton, Georgia and
Ocmulgee River 02213055 Walnut Creek at US Highway 80 near
02213110 Macon, Georgia
Watson Creek Headwat_ers to Watson Crgek at High Point Road
Yellow River 02206470 near Snellville, Georgia
Wise Creek Headwaters to Wise Creek at Concord Road (County
Kinnard Creek 02210998 Road 141) near Monticello, Georgia
vellow River Big Haynes Creek
to Jackson Lake 02208005 Yellow River - Georgia Highway 212
. Hwy 124 to Big
Yellow River Haynes Creek 02207300 Yellow River - Conyers Water Intake
Yellow River Sweetwater Creek . - .
to Hwy 124 02206500 Yellow River — Killian Hill Road
Yellow Water 1 mile d/s Stark Yellow Water Creek at State Road 16
Creek Road 02210780 near Jackson, Georgia
Lake Jackson Newton, Butts_, and Lake Jac_kson downstream from
Jasper Counties 04350051* | Alcovy River confluence

*Georgia monitoring station number; no corresponding USGS station
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Table4 Water Quality Monitoring Data for 303(d) Listed Streamsin the Upper Ocmulgee River Basin (Source: EPD)
Geometric Geometric
Geometric Geometric Fecal
Fecal Coliform Fecal Coliform Fecal Coliform
Sample Mean Sample Mean Sample Coliform
Stream/Segment Bacteria Bacteria i Mean Sample Dates Bacteria Mean
Dates Dates Dates Bacteria
(MPN/100 ml.) (MPN/100 ml.) (MPN/100 ml.)
(#/200 ml.) (#/200 ml.) (MPN/100 ml.)
(#/100 ml.) (#/100 ml.)
Alcovy River 02/12/1999 70 04/08/1999 230 06/10/1999 130 09/09/1999 330
(Cedar Creek to Bay 02/16/1999 20 47 04/13/1999 60 74 06/17/1999 1700 384 09/23/1999 790 359
Creek) 02/22/1999 20 04/20/1999 20 06/24/1999 140 09/30/1999 130
03/05/1999 170 04/29/1999 110 07/08/1999 700 10/07/1999 490
Algator Creek 01511999 4% 0512711909 P
(SBir?;Sg?e(élrgek to Lime 04/22/1999 1700 756 06/10/1999 490 658 07/29/1999 490 08/12/1999 490
04/28/1999 4900 06/17/1999 1700
Almand Branch 02/11/1999 790 04/07/1999 230 06/09/1999 230 09/08/1999 80
(Tanyard Branch to 02/17/1999 20 110 04/12/1999 50 126 06/16/1999 1300 1037 09/22/1999 170 373
Snapping Shoals) 02/23/1999 20 04/19/1999 130 06/23/1999 490 09/29/1999 11000
03/03/1999 460 04/28/1999 170 07/07/1999 7900 10/06/1999 130
Bay Creek Ov2711909 92000 041411909 3200 0612011099 5400 0912611099 o0
gl?/‘é‘:’g‘gjé" 02/02/1999 >24000 26424 M 041211999 3500 2929 B 07/14/1999 >24000 21218 10/05/1999 1100 2480
02/18/1999 92000 04/28/1999 4900 07/21/1999 17000 10/20/1999 10000
g coronrancr. | 212 s o el o o |
g:;ﬁgthhgrrg%ek © 02/23/1999 220 234 X 04/10/1999 490 435 N 0612311999 330 492 09/29/1999 3500 1826
03/03/1999 280 04/28/1999 1300 07/07/1999 460 10/06/1999 524000
490
. 170 04/08/1999 4100 06/10/1999 330 09/09/1999 1300
ﬁ_'lge;'f\xié‘::‘t‘o Flat 85;31328 80 130 | 0#13r1999 790 1797 | 087171999 490 1303 09/23/1999 340 761
Creek) 02/22/1999 260 04/20/1999 460 06/24/1999 5400 09/30/1999 330
80 04/29/1999 7000 07/08/1999 3300 10/07/1999 2300
Big Haynes Creek 2/12/1999 230 6/10/1999 210 04/08/1999 130 09/09/1999 170
. 2/16/1999 70 6/17/1999 490
(Brushy Creek to Little 185 306 04/13/1999 80 09/30/1999 80
Panther Creek) 2/22/1999 330 6/24/1999 60 04/20/1999 330 10/07/1999 130
3/05/1999 220 07/08/1999 1100
Big Haynes Creek
(Headwaters to
Brushy Creek)
Big Haynes Creek
(Little Haynes Creek
to Yellow River)
Big Indian Creek 01/19/1999 20 04/01/1999 130 06/23/1999 130 gggsﬁggg izg
(Mossy Creek to 01/27/1999 230 104 04/14/1999 50 60 06/30/1999 940 341 10/05/1999 50 83
Ocmuigee River) 02/02/1999 1700 04/21/1999 50 07/14/1999 1700 10/20/1999 50
02/18/1999 180 04/28/1999 40 07/21/1999 65
Big Sandy Creek 01/21/1999 70 03/30/1999 20 06/22/1999 230 09/21/1999 330
(Aboothlacoosta 01/26/1999 130 196 04/13/1999 80 58 06/29/1999 2400 332 29/28/1999 210 258
Creek to Ocmulgee 02/04/1999 330 04/20/1999 50 07/13/1999 170 10/06/1999 230
River) 04/16/1999 490 04/27/1999 140 07/20/1999 130 10/19/1999 280
Bromolow Creek 03/09/1999 <20 05/03/1999 330 07/06/1999 3500 11/01/1999 220
(Headwaters to 03/15/1999 130 55 05/12/1999 230 149 07/19/1999 220 1671 11/04/1999 1300 264
Beaver Ruin Creek) 03/18/1999 20 05/18/1999 50 07/22/1999 9200 11/15/1999 130
03/24/1999 170 06/02/1999 130 07/28/1999 1100 11/18/1999 130
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Geometric Geometric
Geometric Geometric Fecal
Fecal Coliform Fecal Coliform Fecal Coliform
Sample Mean Sample Mean Sample Coliform
Stream/Segment Bacteria Bacteria X Mean Sample Dates Bacteria Mean
Dates Dates Dates Bacteria
(MPN/100 ml.) (MPN/100 ml.) (MPN/100 ml.)
(#/100 ml.) (#/100 ml.) (MPN/100 ml.)
(#/100 ml.) (#/100 ml.)

Cabin Creek 02/25/1999 40 04/06/1999 110 06/08/1999 1300 09/07/1999 490
(Headwaters Griffin to 03/01/1999 170 133 04/14/1999 1400 305 06/15/1999 940 656 09/21/1999 790 082
Towaliga River) 03/08/1999 140 04/21/1999 330 06/22/1999 460 09/28/1999 490

03/11/1999 330 04/27/1999 170 07/06/1999 330 10/05/1999 4900
Camp Creek 03/09/1999 790 03/03/1999 130 07/06/1999 460 11/01/1999 170
(Headwaters to 03/15/1999 330 237 03/12/1999 330 229 07/19/1999 490 465 11/04/1999 330 125
Jackson Creek) 03/18/1999 110 03/18/1999 140 07/22/1999 330 11/15/1999 220

03/24/1999 110 06/02/1999 460 07/28/1999 630 11/18/1999 20
Cedar Creek 03/09/1999 80 05/03/1999 80 07/06/1999 230 11/01/1999 110
(Headwaters to Alcovy 03/15/1999 40 81 05/12/1999 500 80 07/19/1999 330 222 11/04/1999 50 53
River) 03/18/1999 170 05/18/1999 50 07/22/1999 140 11/15/1999 70

03/24/1999 80 06/02/1999 20 07/28/1999 230 11/18/1999 <20
e i Coee? = Cozzee = e -
g";:ﬁ:;g'gﬁgs“ o B 020411909 50 153 X 0412011099 70 114 A 0711311000 170 223 10/06/1999 230 241

02/16/1999 170 04/27/1999 130 07/20/1999 490 10/19/1999 140
Hopkins Creek 03/09/1999 490 05/03/1999 80 07/06/1999 490 11/01/1999 <20
(Headwaters to Alcovy 03/15/1999 50 79 05/12/1999 790 288 07/19/1999 170 259 11/04/1999 20 39
River) 03/18/1999 <20 05/18/1999 330 07/22/1999 490 11/15/1999 50

03/24/199 80 06/02/1999 330 07/28/1999 110 11/18/1999 110
House Creek /1511999 2% 01211999 1100
E_‘Boaljls(eil'ces;etk()) Little 04/22/199 20 155 08/19/1999 130 402 11/18/1999 20

04/28/1999 270 08/26/1999 1400
Jacks Creek 03/11/1999 80 05/06/1999 >24000 07/08/1999 2400 11/03/1999 940
(Headwaters to Yellow 03/17/1999 460 88 05/17/1999 1100 3137 07/21/1999 1700 1218 11/09/1999 230 401
River) 03/23/1999 20 05/20/1999 1100 07/27/1999 490 11/17/1999 460

04/08/1999 80 06/03/1999 3500 08/02/1999 1100 11/23/1999 260

03/09/1999 1700 05/03/1999 170 07/06/1999 490 11/01/1999 230
Jackson Creek 03/15/1999 60 161 05/12/1999 340 151 07/19/1999 2200 535 11/04/1999 700 181
(Gwinnett County) 03/18/1999 <20 05/18/1999 130 07/22/1999 330 11/15/1999 60

03/24/1999 330 06/02/1999 70 07/28/1999 230 11/18/1999 110
Little Haynes Creek 02/12/1999 220 04/08/1999 230 07/10/1999 130 09/09/1999 130
(Hwy 20 to Big 02/16/1999 80 70 04/13/199 130 252 07/17/1999 1300 252 09/23/1999 2800 409
Haynes Creek) 02/22/1999 20 04/20/1999 170 07/24/1999 80 09/30/1999 700

03/05/1999 70 04/29/1999 790 08/08/1999 700 10/07/1999 110
Little Stone Mountain 03/11/1999 130 05/06/1999 790 0708/1999 330 11/03/1999 790
Creek 03/17/1999 80 105 05/17/1999 130 708 0721/1999 490 446 11/09/1999 490 292
(Headwaters to Stone 03/23/1999 70 05/20/1999 790 0727/1999 310 11/17/1999 110
Mountain Lake) 04/08/1999 170 06/03/1999 3100 08/02/1999 790 11/23/1999 170
Little Suwannee 03/09/1999 2400 05/03/1999 330 07/06/1999 310 11/01/1999 490
Creek 03/15/1999 60 182 05/12/1999 490 011 07/19/1999 1700 1451 11/04/1999 490 500
(Tributary to Yellow 03/18/1999 110 05/18/1999 790 07/22/1999 2400 11/15/1999 330
River) 03/24/1999 70 06/02/1999 5400 07/28/1999 3500 11/18/1999 790
No Business Creek 03/11/1999 140 05/06/1999 16000 07/08/1999 80 11/03/1999 80
(Headwaters to Norris 03/17/1999 50 82 05/17/1999 330 349 07/21/1999 1100 204 11/09/1999 170 72
Lake) 03/23/1999 20 05/20/1999 20 07/27/1999 130 11/17/1999 40

04/08/1999 330 06/03/1999 140 08/02/1999 220 11/23/1999 50
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Geometric Geometric
) Geometric ) Geometric Fecal _
Fecal Coliform Fecal Coliform _ Fecal Coliform
Sample X Mean Sample X Mean Sample Coliform X
Stream/Segment Bacteria Bacteria i Mean Sample Dates Bacteria Mean
Dates Dates Dates Bacteria
(MPN/100 ml.) (MPN/100 ml.) (MPN/100 ml.)
(#/100 ml.) (#/100 ml.) (MPN/100 ml.)
(#/100 ml.) (#/100 ml.)
Ocmulgee River 01/20/1999 20 03/31/1999 20 06/24/1999 50 09/23/1999 330
(Beaveg:dam Creek to 01/28/1999 50 123 04/15/1999 80 34 07/01/1999 330 203 09/30/1999 <20 51
Walnut Creek) 02/03/1999 700 04/22/1999 40 07/15/1999 210 10/07/1999 <20
02/17/1999 330 04/29/1999 20 07/22/1999 490 10/21/1999 50
Ocmulgee River 01/19/1999 20 04/01/1999 130 06/23/1999 40 09/22/1999 80
(sand gRun Creek to 01/27/1999 490 169 04/14/1999 50 57 06/30/1999 330 267 09/29/1999 80 89
Bi Int)i/ian Creek) 02/02/1999 490 04/21/1999 <20 07/14/1999 790 10/05/1999 490
9 02/18/1999 170 04/28/1999 80 07/21/1999 490 10/20/1999 <20
<20
Ocmulgee River 01/20/1999 20 03/31/1999 50 06/24/1999 230 09/23/1999
(Tobes%fkee Creek to 01/28/1999 110 133 04/15/1999 40 30 07/01/1999 170 306 09/30/1999 140 85
Echeconnee Creek) 02/03/1999 1300 04/22/1999 20 07/15/1999 490 10/07/1999
02/17/1999 110 04/29/1999 <20 07/22/1999 460 10/21/1999 230
80
03/09/1999 130 05/03/1999 40 07/06/1999 490 11/01/1999 490
Pew Creek 03/15/1999 170 55 05/12/1999 490 149 07/19/1999 330 557 11/04/1999 330 289
(Gwinnett County) 03/18/1999 <20 05/18/1999 110 07/22/1999 3500 11/15/1999 330
03/24/1999 20 06/02/1999 230 07/28/1999 170 11/18/1999 130
Rocky Creek 03/31/1999 330 06/24/1999 330 09/23/1999 1300
(1 mile u/s Rocky Cr. 04/15/1999 1100 443 07/01/1999 170 166 09/30/1999 170 360
Rd. to Tobesofkee 04/22/1999 460 07/15/1999 80 10/07/1999 230
Cr) 04/29/1999 230 07/22/1999 170 10/21/1999 330
Shetley Creek 03/09/1999 490 05/03/1999 110 06/06/1999 2400 11/01/1999 490
(Head\ilvaters to 03/15/1999 170 230 05/12/1999 4300 582 06/19/1999 790 1955 11/04/1999 3500 719
Bromolow Creek) 03/18/1999 130 05/18/1999 220 06/22/1999 2200 11/15/1999 1400
03/24/1999 260 06/02/1999 1100 06/28/1999 3500 11/18/1999 110
Shoal Creek 03/09/1999 1100 05/03/1999 330 07/06/1999 2400 11/01/1999 40
(Headwaters to Alcov 03/15/1999 130 401 05/12/1999 1300 337 07/19/1999 20 480 11/04/1999 790 227
River) Y 03/18/1999 790 05/18/1999 230 07/22/1999 1400 11/15/1999 170
03/24/1999 230 06/02/1999 130 07/28/1999 790 11/18/1999 490
Snapping Shoals 03/10/1999 <20 05/04/1999 790 07/07/1999 4600 11/08/1999 110
Creek 03/16/1999 170 142 05/13/1999 490 1026 07/20/1999 300 751 11/16/1999 50 61
mand Branch to
Al d B h 03/22/1999 110 05/17/1999 1300 07/26/1999 330 11/22/1999 130
South River) 03/25/1999 1100 05/19/1999 2200 07/29/1999 700 11/29/1999 <20
South River 02/11/1999 1100 04/07/1999 330 06/09/1999 460 09/08/1999 1700
. 02/17/1999 170 04/12/1999 490 06/16/1999 24000 09/22/1999 9200
(RA(E':d”)ta o Flakes Mill 02/23/1999 90 1R o4r19/1000 1300 1647 A 06/23/1999 330 5438 09/29/1999 5400 4440
03/03/1999 170 04/28/1999 35000 07/07/1999 240000 10/06/1999 4600
South River 02/11/1999 2200 04/07/1999 130 06/09/1999 330 09/08/1999 110
(Flakes Mill Road to 02/17/1999 230 578 04/12/1999 130 752 06/16/1999 230 652 09/22/1999 3500 1207
Pole Bridge Creek) 02/23/1999 1700 04/19/1999 790 06/23/1999 170 09/29/1999 >24000
9 03/03/1999 130 04/28/1999 24000 07/07/1999 14000 10/06/1999 230
South River 01/07/1999 230 04/06/1999 80 06/08/1999 220 09/07/1999 170
(Hwy 20 to Snappin 01/13/1999 310 199 04/14/1999 1100 330 06/15/1999 110 164 09/21/1999 110 584
Sy Creek) pping 01/20/1999 20 04/21/1999 790 06/22/1999 130 09/28/1999 790
02/04/1999 1100 04/27/1999 170 07/06/1999 230 10/05/1999 790
South River 02/11/1999 4900 04/07/1999 70 06/09/1999 60 09/08/1999 170
(Pole Bridge Creek to 02/17/1999 110 152 04/12/1999 490 416 06/16/1999 790 345 09/22/1999 490 1270
Hwy 20) 9 02/23/1999 <20 04/19/1999 1100 06/23/1999 130 09/29/1999 >24000
Wy 03/03/1999 50 04/28/1999 790 07/07/1999 2300 10/06/1999 1300




Proposed Fecal Coliform TMDLs
Ocmulgee River Basin
(08/30/01 Draft)

Page 37 of 46
Geometric Geometric
Fecal Colif Geometric Fecal Colif Geometric Fecal Fecal Colif
ecal Coliform ecal Coliform ecal Coliform
Sample X Mean Sample X Mean Sample Coliform X
Stream/Segment Bacteria Bacteria i Mean Sample Dates Bacteria Mean
Dates Dates Dates Bacteria
(MPN/100 ml.) (MPN/100 ml.) (MPN/100 ml.)
(#/100 ml.) (#/100 ml.) (MPN/100 ml.)
(#/100 ml.) (#/100 ml.)
South River 01/04/1999 20 05/06/1999 640 09/03/1999 790 11/19/1999 80
(Snapping Shoals to 01/21/1999 110 184 05/11/1999 110 198.4 09/15/1999 70 4118 11/22/1999 20 80.6
Jacksgn Eake) 01/25/1999 213 05/18/1999 20 : 09/22/1999 40 : 12/08/1999 80 !
02/03/1999 1700 06/03/1999 1100 09/30/1999 13000 12/15/1999 330
Stone Mountain Creek 03/11/1999 230 05/06/1999 210 07/08/1999 230 11/03/1999 490
(Headwaters to Stone 03/17/1999 70 63 05/17/1999 80 373 07/21/1999 70 307 11/09/1999 20 70
Mountain Lake) 03/23/1999 20 05/20/1999 330 07/27/1999 790 11/17/1999 50
04/08/1999 50 06/03/1999 3500 08/02/1999 700 11/23/1999 50
Sweetwater Creek 02/12/1999 160 04/08/1999 170 06/10/1999 220 09/09/1999 460
(Lee Daniel Creek to 02/16/1999 790 142 04/13/1999 170 224 06/17/1999 11000 955 09/23/1999 220 460
Yellow River) 02/22/1999 40 04/20/1999 110 06/24/1999 700 09/30/1999 490
03/05/1999 80 04/29/1999 790 07/08/1999 490 10/07/1999 900
Swift Creek 03/11/1999 790 05/06/1999 16000 07/08/1999 490 11/03/1999 1100
(Headwaters to Yellow 03/17/1999 790 358 05/17/1999 730 1920 07/21/1999 3500 657 11/09/1999 110 276
River) 03/23/1999 80 05/20/1999 230 07/27/1999 330 11/17/1999 210
04/08/1999 330 06/03/1999 >24000 08/02/1999 330 11/23/1999 230
Tobesofkee Creek 01/21/1999 20 03/30/1999 90 06/22/1999 460 09/21/1999 700
(Cole Creek to Todd 01/26/1999 1300 317 04/13/1999 50 85 06/29/1999 9200 1370 09/28/1999 460 205
Creek) 02/04/1999 790 04/20/1999 50 07/13/1999 170 10/06/1999 110
02/16/1999 490 04/27/1999 230 07/20/1999 4900 10/19/1999 50
Tobesofkee Creek 01/20/1999 20 03/31/1999 20 06/24/1999 270 09/23/1999 230
(Lake Tobesofkee to 01/28/1999 80 69 04/15/1999 50 50 07/01/1999 110 178 09/30/1999 1400 454
Rocky Creek) 02/03/1999 700 04/22/1999 50 07/15/1999 170 10/07/1999 270
Y 02/17/1999 20 04/29/1999 130 07/22/1999 200 10/21/1999 490
(Tglvé“;;izgz S 01/21/1999 220 03/30/1999 330 07/20/1999 4900
WPCP to : 01/26/1999 490 04/13/1999 7900 09/21/1999 35000
Aboothlacoosta Cr.) 02/16/199 330 04/22/1999 460 10/19/1999 260
Turkey Creek 03/11/1999 <20 03/06/1999 17000 07/08/1999 1700 11/03/1999 200
(Head)\l/vaters to Yellow 03/17/1999 50 46 03/17/1999 330 976 07/21/1999 790 649 11/09/1999 170 356
River) 03/23/1999 20 03/20/1999 490 07/27/1999 270 11/17/1999 80
04/08/1999 230 04/03/1999 330 08/02/1999 490 11/23/1999 490
Turnpike Creek 04/01/1999 6400 05/19/1999 160
04/08/1999 110 12/08/1999 20
(Hwy 280 to Sugar 04/14/1999 290 441 07/28/1999 170 12/15/1999 110
Creek) 04/21/1999 110 08/11/1999 <20
Tussahaw Creek 01/07/1999 490 04/06/1999 270 06/08/1999 330 09/07/1999 230
(Wolf Creek to Lake 01/13/1999 220 138 04/14/1999 460 340 06/15/1999 230 302 09/21/1999 5400 2297
Jackson) 01/20/1999 20 04/21/1999 220 06/22/1999 330 09/28/1999 11000
02/04/1999 170 04/27/1999 490 07/06/1999 330 10/05/1999 1800
Walnut Creek 01/20/1999 20 03/31/1999 280 06/24/1999 2200 09/23/1999 20
(Headwaters to 01/28/1999 3300 1149 04/15/1999 330 264 07/01/1999 50 330 09/30/1999 70 159
Ocmulgee River) 02/03/1999 >24000 04/22/1999 230 07/15/1999 490 10/07/1999 3500
9 02/17/1999 1100 04/29/1999 230 07/22/1999 220 10/21/1999 130
03/11/1999 80 05/06/1999 >24000 07/08/1999 460 11/03/1999 490
Watson Creek
(Headwaters to Yellow 03/17/1999 <20 40 05/17/1999 330 669 07/21/1999 5400 611 11/09/1999 50 70
River) 03/23/1999 <20 05/20/1999 110 07/27/1999 170 11/17/1999 50
04/08/1999 80 06/03/1999 230 08/02/1999 330 11/23/1999 20
Wise Creek 01/21/1999 80 03/30/1999 50 06/22/1999 330 09/21/1999 490
(Headwaters to 01/26/1999 130 114 04/13/1999 460 140 06/29/1999 170 309 09/28/1999 230 334
Kinnard Creek) 02/04/1999 80 04/20/1999 50 07/13/1999 330 10/06/1999 2200
02/16/1999 230 04/27/1999 330 07/20/1999 490 10/19/1999 50
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Geometric Geometric
Fecal Colif Geometric Fecal Colif Geometric Fecal Fecal Colif
ecal Coliform ecal Coliform ecal Coliform
Sample X Mean Sample X Mean Sample Coliform X
Stream/Segment Bacteria Bacteria i Mean Sample Dates Bacteria Mean
Dates Dates Dates Bacteria
(MPN/100 ml.) (MPN/100 ml.) (MPN/100 ml.)
(#/100 ml.) (#/100 ml.) (MPN/100 ml.)
(#/100 ml.) (#/100 ml.)
Yellow River 01/07/1999 940 04/06/1999 50 06/08/1999 790 09/07/1999 1100
. 01/13/1999 0 04/14/1999 0 06/15/1999 0 09/21/1999 490
(Big Haynes Creek to 13/ 33 265 114/ 8 92 15/ 33 288 /211 929
Jackson Lake) 01/20/1999 20 04/21/1999 220 06/22/1999 80 09/28/1999 460
02/04/1999 790 04/27/1999 80 07/06/1999 330 10/05/1999 3000
Yellow River 02/12/1999 790 07/10/1999 20 09/09/1999 80
. 02/16/1999 40 07/17/1999 490 09/23/1999 130
(HHaWﬁ:SZértgei')g 02/22/1999 50 106 B 0712411000 110 221 B 0013011999 700 179
Y! 03/05/1999 80 08/08/1999 2200 10/07/1999 140
330
Yellow River 02/12/1999 170 04/08/1999 210 06/10/1999 09/09/1999 170
02/16/1999 70 04/13/1999 0 06/17/1999 11000 09 1999 170
(Sweetwater Creek to /16/ 2 111 13/ 2 134 17/ 908 23/ 329
Hwy 124) 02/22/1999 66 04/20/1999 230 06/24/1999 09/30/1999 310
Wy 03/05/1999 50 04/29/1999 330 07/08/1999 170 10/07/1999 1300
1100
Yellow Water Creek 01/21/1999 50 03/30/1999 80 06/22/1999 790 09/21/1999 1300
(1 mile dis Stark 01/26/1999 490 454 04/13/1999 20 47 06/29/1999 9200 1072 09/28/1999 110 226
Road) 02/04/1999 790 04/20/1999 50 07/13/1999 790 10/06/1999 <130
02/16/1999 2200 04/27/1999 60 07/20/1999 230 10/19/1999 140
Lake Jackson
("Newton, Butts, and
Jasper Counties")
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Table 5 NPDES Facilities Discharging Fecal Coliform, Upper Ocmulgee River Basin

(Source: EPD)

1999 Discharge

NPDES Permit

NPDES Monitoring Reports Limits
il Avg. Fecal Avg. Fecal
Facility Name Permit No. élvg Coﬁform Avg. Co%form
ow Loading? Flow Loading®
(MGD) (MGD)
(counts/hr) (counts/hr)
Atlanta Custer Ave. CSO GA0037141 No data available
Atlanta Intrenchment Cr CSO GA0037168 No data available
Atlanta McDaniel St. CSO GA0037133 No data available
Barnesville Gordon Road GA0021041 0.85 7.88E+07 1.20 3.79E+08
Clayton Co Northeast WPCP GA0020575 3.98 1.79E+08 6.00 1.90E+09
DeKalb Co Polebridge WPCP GA0026816 9.55 0.00E+00 20.00 | 6.32E+09
DeKalb Co Snapfinger WPCP GA0024147 20.58 1.71E+08 36.00 1.14E+10
DNR High Falls State Park GA0048135 No data available 0.02 6.32E+06
DOT Rest Area #22 GA0023591 No data available 0.045 1.42E+07
Forsyth Northeast GA0031801 No data available 1.40 4.42E+08
Forsyth South GA0024732 0.28 | 4.83E+05 0.60 1.90E+08
Georgia Power Arkwright GA0026069 No data available 480.85 | 1.52E+11
Griffin Cabin Creek GA0020214 1.05 1.02E+07 1.50 4.74E+08
Gwinnett Co Beaver Ruin Creek GA0032841 4.40 1.62E+07 4.50 1.42E+09
Gwinnett Co Big Haynes Creek GA0033847 0.24 1.34E+06 0.50 1.58E+08
Gwinnett Co Jacks Creek GA0047627 0.50 2.44E+06 1.00 3.16E+08
Gwinnett Co Jackson Creek GA0030732 2.86 6.79E+06 3.00 9.48E+08
Gwinnett Co No Business Creek GA0023973 0.84 5.24E+06 1.00 3.16E+08
Gwinnett Co Yellow River GA0047911 10.21 3.80E+07 12.00 | 4.74E+08
Henry Co Camp Creek GA0049352 1.02 4.85E+07 1.50 4. 74E+08
Henry Co Hudson Bridge WPCP GA0034711 0.46 4.64E+07 0.40 1.26E+08
Henry Co Panola Woods WPCP GA0049808 0.08 2.46E+06 0.001 | 3.16E+05
Jackson Northeast GA0032719 No data available 0.038 1.20E+07
Jackson Southside GA0023931 0.28 1.30E+06 0.70 2.21E+08
Jackson Yellow Water Creek GA0021831 0.20 2.73E+05 0.75 2.37E+08
Locust Grove East Pond GA0049760 0.03 0.00E+00 0.05 1.58E+07
Locust Grove Skyland MHP GA0049816 0.13 2.69E+07 0.20 6.32E+07
Locust Grove West Pond GA0049778 0.10 0.00E+00 0.05 1.64E+07
Loganville WPCP GA0020788 0.41 2.67E+06 0.575 1.82E+08
Macon Poplar Street GA0024538 15.13 5.85E+08 20.00 | 6.32E+09
Macon Rocky Creek GA0024546 20.48 7.60E+08 24.00 | 7.58E+09
Rockdale Co Almand WPCP GA0021610 0.90 7.74E+06 1.25 3.95E+08
Rockdale Co Honey Creek GA0022659 0.22 4.84E+06 0.30 9.48E+07
Rockdale Co Quigg Branch GA0047678 2.80 1.53E+07 4.00 1.26E+09
Rockdale Co Scott Creek GA0026239 0.22 3.06E+07 0.22 6.95E+07
Rockdale Co Snapping Shoals GA0023035 0.35 3.42E+06 0.45 1.42E+08
Spring Industries Inc GA0003409 1.02 5.29E+07 1.00 6.32E+08
Stockbridge WPCP GA0023337 0.51 2.66E+06 1.50 4.74E+08
William Carter Co GA0003115 No data available 1.30 4.11E+08

a Loadings based on CY 1999 ave. fecal coliform concentration and mean flow reported on DMRs.
b Loadings based on Monthly Average fecal coliform permit limit and monthly ave. permitted flow
(design flow used for facilities without a permitted monthly flow limit). A fecal coliform loading of
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200 counts/100 mL was assumed for facilities without a fecal coliform bacteria permit limit.
Table6 Livestock Distribution By County in the Ocmulgee River Basin (USDA, 1997)

Livestock
. . Chickens-
Count
y Beef Cow Milk Cattle Chicken Broilers Hogs Shee
Cow Layers p
Sold
Fulton 1662 0 3036 0 0 53 0
Dekalb 697 0 1355 0 0 0 0
Rockdale 0 0 1127 0 0 195 180
Clayton 721 0 1328 0 0 0 0
Henry 0 0 8553 0 0 22 42
Gwinnett 0 0 4803 0 1,967,683 22 22
Newton 4695 213 8785 0 850,000 146 0
Walton 6086 45 11,979 | 161,009 | 8,973,250 | 219 145
Butts 2915 222 6054 0 0 0 0
Jasper 5407 1019 9983 525,752 914,348 0 157
Spaulding 2531 778 5265 0 0 0 0
Monroe 3346 1433 8022 0 7,474,929 96 0
Lamar 4211 1336 8867 0 0 19 0
Jones 3265 1289 7264 0 1832,000 0 0
Bibb 1360 355 2689 0 1,676,116 | 226 0
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Table 7 Fecal Coliform Loading Rates for Existing Conditions During Critical Period

Loading from

Loading from

Critical Surface Runoff
Stream/Segment Conditions _NPDES and Other
Period Discharges Direct S
(counts/30 days) Irec ources
(counts/30 days)

Alcovy River - (Cedar Creek to Bay 2124 — 8/22/99 0 1.10 x 10%
Creek)
Almanq Branch - (Tanyard Branch to 8/22 — 9/20/99 284 x 101 231 x 10%2
Snapping Shoals)
Beaver Ruin Creek - (Gwinnett 6/25 — 7/24/99 0 283 x 10
County)
Big Cotton Indian Creek - (Panther 13
Creek to Brush Creek) 8/22 — 9/20/99 0 1.48 x 10
g'rge;'(‘;‘t Creek - (Headwatersto Flat | 754 _gi22i09 | 1.31x 10" 8.42 x 10™2
Big Haynes Creek - (Headwaters to 3 11 13
vellow River) — 3 TMDL segments 6/25 — 7/24/99 1.14 x 10 1.71x 10
Big Sandy Creek - (Aboothlacoosta | /1,4 _ g/19/93 1.59 x 10™ 1.36 x 10%2
Creek to Ocmulgee River)
Bromolow Creek - (Headwaters to 6/25 — 7/24/99 0 2 95 x 10%
Beaver Ruin Creek)
Cabln_Cree_k - (Headwaters Giriffin to 5/1 — 5/30/95 7 96 x 104 731 x 104
Towaliga River)
Camp Creek - (Headwaters to 6/25 — 7/24/99 0 1.95 x 102
Jackson Creek)
Cedar Cr_eek - (Headwaters to 2124 — 8/22/99 0 3.60 x 10"
Alcovy River)
Falling Creel_< - (Little Falling Creek to 6/15 — 7/14/90 0 1.42 x 104
Ocmulgee River)
Hopkins _Creek - (Headwaters to 2124 — 8/22/99 0 790 x 10%
Alcovy River)
‘é?\fgrs) Creek - (Headwaters to Yellow | g/55 724199 |  2.28x 10™ 1.67 x 10™2
Jackson Creek - (Gwinnett County) 6/25 — 7/24/99 6.83 x 10™ 3.72 x 10"
Little Haynes Creek - (Hwy 20 to Big 6/25 — 7/24/99 0 2 47 x 1012
Haynes Creek)
Little Stone Mountain Creek -
(Headwaters to Stone Mountain 6/25 — 7/24/99 0 1.59 x 10*?
Lake)
Little Suv_vanee Creek - (Tributary to 6/25 — 7/24/99 0 1.79 x 1022
Yellow River)
No 3usmess Creek - (Headwaters to 6/25 — 7/24/99 2 28 x 101 6.54 x 10%2
Norris Lake)
Ocmulgee River - (Beaverdam Creek 2117 — 8/15/92 7 67 x 1012 6.48 x 10"
to Walnut Creek)
Ocmulgee River - (Tobesofkee 13 14
Creek to Echeconnee Creek) 9/14 —10/13/99 1.22 x 10 9.83x 10
Pew Creek - (Gwinnett County) 6/25 — 7/24/99 0 1.53 x 10"
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o Loading from Loading from
Critical NPDgES Surface Runoff
Stream/Segment Conditions . and Other
Period Discharges Direct Sources
(counts/30 days)
(counts/30 days)

Rocky Creek - (1 mile u/s Rocky 12 13
Creek Rd. - Tobesofkee Cr.) 4/28 — 5/27/95 5.46 x 10 7.86 x 10
Shetley Creek - (Headwaters to 6/25 — 7/24/99 0 274 x 1012
Bromolow Creek)
ER/Z?; Creek - (Headwaters to Alcovy | 55, _ ai55199 0 3.03 x 102
Snapping Shoals Creek - (Almand 11 12
Branch to South River) 8/22 — 9/20/99 2.84x 10 6.33 x 10
South River - (Atlanta to Flakes Mill 8/22 — 9/20/99 0 5.32 x 10*2
Road)
South River - (Flakes Mill Road to 13 13
Pole Bridge Creek) 8/22 — 9/20/99 1.29x 10 5.52x 10
South River - (Hwy 20 to Jackson 11 12
Lake) 3 TMDL Segments 8/22 — 9/20/99 2.84 x 10 6.33 x 10
Stone Mountain Creek - (Headwaters | oo _ 754199 0 4.71 x 102
to Stone Mountain Lake)
Sweetwater Creek - (Lee Daniel 6/25 — 7/24/99 1.70 x 10%2 219 x 10
Creek to Yellow River)
g\i/\v/gtr)Creek - (Headwaters to Yellow 6/25 — 7/24/99 0 271 x 102
Tobesofkee Creek - (Cole Creek to 5/1 — 5/30/95 7,06 x 10 3.90 x 10*2
Todd Creek)
Tobesofkee Creek - (Lake 11 11
Tobesofkee to Rocky Creek) 5/1 - 5/30/95 5.69 x 10 7.81x10
Town Branch - (D/S Jackson S. 11 12
WPCP to Aboothlacoosta Cr.) 5/13 — 6/11/92 1.59x 10 9.77 x 10
Turkey Creek - (Headwaters to 6/25 — 7/24/99 0 730 x 101
Yellow River)
Tussahaw Creek - (Wolf Creek to 6/14 - 7/13/94 | 5.69 x 10*° 1.27 x 10*°
Lake Jackson)
Walnut Creek - (Headwaters to 5/1 — 5/30/95 0 6.96 X 105
Ocmulgee River)
Watson Creek - (Headwaters to 6/25 — 7/24/99 0 2 35 x 101
Yellow River)
Wise Creek - (Headwaters to 8/2 — 8/31/90 0 731 x 101
Kinnard Creek)
Yellow River - (Big Haynes Creekto | gn5_ 7/54/99 3.00 x 10% 1.91 x 10%
Jackson Lake)
vellow River - (Hwy 124 1o Big 6/25 — 7/24/99 2.89 x 10%2 1.91 x 10%
Haynes Creek)
Yellow River - (Sweetwater Creek to 6/25 — 7/24/99 227 x 1012 518 x 10%2
Hwy 124)
Yellow Water Creek - (1 mile d/s 2/4 — 8/2/93 2 05 x 10 1.73 x 10%2
Stark Road)
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Table8. TMDL Components
_— DWLAs | OLAs Margin of | TMDL Percent
Stream Name Segment Description (counts/30 (counts/30 | o (counts/30 Reducti
days) days) afety days) eduction
Alcovy River Cedar Creek to Bay Creek 0 4'1%;2)( 4.74 x 10" 4.74 x 10% -
Almand Branch anvard Branch to Snapping | 5 ggx 10 | 499X | 489x10° | 7.73x 10" 2o
Beaver Ruin Creek | Gwinnett County 0 2'1%(1)2)( 3.11x 10" 3.11 x 10*? 89
Big Cotton Indian Panther Creek to Brush 2.02 x 11 12
Creek Creek 0 10" 2.25x 10 2.25x10 80
Big Flat Creek Headwaters to Flat Creek 1.31x 10" 6'14(')%2)( 7.12 x 10 7.26 x 10*? 15
. Brushy Creek to Little 11 2.31x 11 12
Big Haynes Creek Panther Creek 1.14x 10 102 2.57x 10 2.68 x 10 85
Big Haynes Creek Headwaters to Brushy Creek | 1.14 x 10" 2'1%%2)( 2.57 x 10 2.68 x 10" 85
Big Haynes Creek Eit\t/'ngay“eS Creekto Yellow | 4 1,4, 101t 2'1%%2" 257x10" | 2.68x102 -
. Aboothlacoosta Creek to 11 3.61x 10 11
Big Sandy Creek Ocmulgee River 1.59 x 10 10 4.10x 10 5.20 x 10 66
Bromolow Creek gf:gg"aters to Beaver Ruin 0 6'1%?2" 7.75x 10" | 7.75x 10" 74
Cabin Creek Headwaters Griffin to zo8x10™ | 398X |366x10° | 4.31x10" 72
Towaliga River 10
Camp Creek Heacwaters (o Jackson 0 2887 | 320x10™ | 320x10° 74
Cedar Creek Headwaters to Alcovy River 0 1i%?1x 1.72 x 10" 1.72 x 10" 52
. Little Falling Creek to 6.81 x 10 11
Falling Creek Ocmulgee River 0 10 7.57 x 10 6.82 x 10 52
Hopkins Creek Headwaters to Alcovy River 0 3'1%?1)( 3.70 x 10"° 3.33x 10" 53
Jacks Creek Headwaters to Yellow River 2.28 x 10" 1i%)?2x 1.42 x 10" 1.65 x 10™ 15
Jackson Creek Gwinnett County 6.83 x 10™ 8'1%?2)( 9.50 x 10™ 1.03 x 10" 24
Little Haynes Creek | Hwy 20 to Big Haynes Creek 0 8iA(')(1)1X 9.33x 10" 9.33x 10" 62
Little Stone Mountain | Headwaters to Stone 4.80 x 10 11
Creek Mountain Lake 0 10" 534x10 534x10 67
é‘:g‘;f“""a“ee Tributary to Yellow River 0 1'1%91’2" 1.48x 10" | 1.48x10% 17
No Business Creek | Headwaters to Norris Lake 2.28 x 10™ li%%zx 2.02 x 10 2.25 x 10" 69
Pew Creek Gwinnett County 0 1'1%%3" 1.35 x 10** 1.35 x 10** 12
Ocmulgee River Beverdam Cr to Walnut Cr 6.83 x 10" 6'12(3)91)3X 7.65 x 10" 7.57 x 10" 87
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. 0WLAs 0LAs Margin of | TMDL Percent
Stream Name Segment Description (counts/30 (counts/30 (counts/30 :
days) days) Safety days) Reduction
. Tobesofkee Creek to 13 8.04 x 12 13
Ocmulgee River Echeconnee Creek 1.14x 10 10% 8.93x 10 9.18 x 10 91
1 mile u/s Rocky Creek Road 13 3.56 x 10 12
Rocky Creek to Tobesofkee Creek 5.46 x 10 10 3.96 x 10 5.81x10 93
Headwaters to Bromolow 6.17 x 10 11
Shetley Creek Creek 0 10 6.85x 10 6.85x 10 75
Shoal Creek Headwaters to Alcovy River 0 7:'56%1)( 8.13x 10" 8.13 x 10" 73
Snapping Shoals Cr | Almand Branch to South R 2.84 x 10" l'lé%zx 1.56 x 10" 1.85 x 10** 75
South River Atlanta to Flakes Mill Road 0 1'1%)?3)( 1.27 x 10™ 1.27 x 10" 20
. Flakes Mill Road to Pole 13 3.12 x 12 13
South River Bridge Creek 1.29x 10 10% 3.46 x 10 4.75x 10 48
. Hwy 20 to Snapping Shoals 13 3.12 x 12 13
South River Creek 1.29x 10 105 3.46 x 10 4,75x 10 48
South River Pole Bridge Creek to Hwy 20 | 1.29 x 10™* 3'1%)%3" 3.46 x 10" 4.75 x 10" 48
. Snapping Shoals to Jackson 13 4.21 x 12 13
South River Lake 1.53x 10 10% 4.68 x 10 6.21 x 10 50
Stone Mountain Headwaters to Stone 1.55 x 11 12
Creek Mountain Lake 0 10%? 1.72x10 1.72x10 63
Lee Daniel Creek to Yellow 12 1.52 x 12 13
Sweetwater Creek River 1.70 x 10 10% 1.68 x 10 1.85x 10 79
Swift Creek Headwaters to Yellow River 0 7&;1)( 7.96 x 10%° 7.96 x 10™ 71
Tobesofkee Creek (3 | 6 Creek to Rocky Creek | 2.69x10™ | 282X | 313x10° | 550x10™ 88
segments) 10
Downstream Jackson South 1.05 x
Town Branch WPCP to Aboothlacoosta 1.59 x 10™ 104 1.05 x 10™ 2.64 x 10™ 97
Creek
Turkey Creek Headwaters to Yellow River 0 ﬂ%ﬁx 7.30 x 10%° 7.30 x 10" 70
Tussahaw Creek Wolf Creek to Lake Jackson | 5.69 x 10% 3'1%94)( 3.67 x 10" 3.67 x 10™ -
Walnut Creek Headwaters to Ocmulgee 0 362X | 402x10° | 4.02x10" 99
River 10
Watson Creek Headwaters to Yellow River 0 gi%%lx 1.07 x 10™ 1.07 x 10* 70
Wise Creek Headwaters to Ocmulgee 0 Lelx | 179x10° | 1.79x10™ 78
River 10
. Big Haynes Creek to 12 7.16 x 12 13
Yellow River Jackson Lake 3.00x 10 10% 7.95x 10 8.25x 10 64
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. 0WLAs 0LAs Margin of | TMDL Percent
Stream Name Segment Description (counts/30 (counts/30 Safet (counts/30 Reduction
days) days) arety days)

. Hwy 124 to Big Haynes 12 5.65 x 12 13

Yellow River Creek 2.50x 10 10%3 6.28 x 10 6.53 x 10 64
vellow River Sweetwater Creek to Hwy 227 x 102 4.5%3x 5.01 x 102 523 x 103

124 10 65

Yellow Water Creek | 1 mile d/s Stark Road 2.05 x 10" 7'1%)31)0)( 7.92 x 10° 2.76 x 10 86
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APPENDIX A:

HYDROLOGY CALIBRATIONS
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Table Al - Calibration and Validation Stations for Hydrological Parameters
Above the GA Fall Line (Piedmont)

Station Station Name Tvoe Drainage Area Reference
Number yp (acres) WDM station
South River at . . Atlanta
02204070 Klondike Road Calibration 117978 Hartsfield
02219000 | APalachee River Validation 119738 Monroe
near Bostwick, GA
Middle Oconee
02217500 River near Athens, Validation 252006 Jefferson
GA
02220900 | Little River near Validation 174445 Milledgeville
Eatonton, GA 9
Murder Creek
02221525 Below Eatonton, Validation 121690 Milledgeville
GA
02208450 | Alcovy Riverabove |, uqoion 122720 Monroe
Covington, GA
02213000 | Ocmulgee Riverat |\, uyation 1450880 Macon Lewis
Macon, GA
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W Calibration Stations
# Validation Stations
Cataloging Unit Boundaries
ALTAMAHA
LITTLE OCMULGEE
LOWER OCMULGEE
; LOWER OCONEE
Il OHOOPEE
[ ] UPPER OCMULGEE
I UPPER OCONEE

2225500

50 0 50 100 Miles

Figure A.1. Location of Hydrology Calibration and Validation Stations



Proposed Fecal Coliform TMDLs
Ocmulgee River Basin
(08/30/01 Draft)

Page A-4 of A-18

Total Reirel i)

— Cved Hov

— MockledFow

Flow (cfs)

o

B [(e] o] ~ (o)} [6)] SN w N - o
Total Rainfall (in)

RN

Tre

10198 10199

Figure A.2. 5.2-Year Calibration (Daily Flow) at 02204070 — South River at Klondike Road.

5.2-Year Flow Comparison for 02204070 (10/1/1994 to 12/31/1999)
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Figure A.3. 5.2-Year Calibration (Monthly Average) at 02204070 — South River at Klondike

Road.
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5.2-Year Flow Comparison for 02204070 (10/1/1994 to 12/31/1999)
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Figure A.4. 5.2-Year Calibration (Monthly Medians) at 02204070 — South River at Klondike
Road.
Simulation Name: 02204070 Simulation Period:
Watershed Area (ac): 117978
Period for Flow Analysis
Begin Date: 10/01/94 Baseflow PERCENTILE: 25
End Date: 12/31/99 Usually 1%-5%
Total Simulated In-stream Flow: 127.39 Total Observed In-stream Flow: 130.44
Total of highest 10% flows: 50.64 Total of Observed highest 10% flows: 58.20
Total of lowest 50% flows: 27.00 Total of Observed Lowest 50% flows: 26.39
Simulated Summer Flow Volume ( months 7-9): 19.70 Observed Summer Flow Volume (7-9): 18.35
Simulated Fall Flow Volume (months 10-12): 33.85 Observed Fall Flow Volume (10-12): 33.63
Simulated Winter Flow Volume (months 1-3): 50.13 Observed Winter Flow Volume (1-3): 50.76
Simulated Spring Flow Volume (months 4-6): 23.70 Observed Spring Flow Volume (4-6): 27.71
Total Simulated Storm Volume: 85.31 Total Observed Storm Volume: 98.06
Simulated Summer Storm Volume (7-9): 9.62 Observed Summer Storm Volume (7-9): 10.67
Errors (Simulated-Observed) Recommended Criteria Last run
Error in total volume: -2.40 10
Error in 50% lowest flows: 2.25 10
Error in 10% highest flows: -14.92 15
Seasonal volume error - Summer: 6.87 30
Seasonal volume error - Fall: 0.65 30
Seasonal volume error - Winter: -1.24 30
Seasonal volume error - Spring: -16.90 30
Error in storm volumes: -14.94 20
Error in summer storm volumes: -10.85 50

Figure A.5.

5.2-Year Calibration Statistics at 02204070 — South River at Klondike Road.
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Figure A.6. Calendar Year 1999 (Daily Flow) at 02204070 — South River at Klondike Road.

® Year 1999 Monthy Flow Budget ® Year 1999 Weekly Flow Budget
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Figure A.7. Calendar Year 1999 (Monthly and Weekly) at 02204070 — South River at
Klondike Road.
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Simulation Name: 02204070 Simulation Period:
Watershed Area (ac): 117978
Selected a Year for Flow Analysis: 1999
Type of Year (1=Calendar, 2=Water Year) 1 Baseflow PERCENTILE: 25
Calendar Year 1999: Usually 1%-5%
1/1/1999 to 12/31/1999
Total Simulated In-stream Flow: 15.43 Total Observed In-stream Flow: 14.41
Total of highest 10% flows: 4.80 Total of Observed highest 10% flows: 5.09
Total of lowest 50% flows: 4.55 Total of Observed Lowest 50% flows: 3.79
Simulated Summer Flow Volume ( months 7-9): 3.51 Observed Summer Flow Volume (7-9): 241
Simulated Fall Flow Volume (months 10-12): 3.47 Observed Fall Flow Volume (10-12): 3.50
Simulated Winter Flow Volume (months 1-3): 4.30 Observed Winter Flow Volume (1-3): 4.83
Simulated Spring Flow Volume (months 4-6): 4.15 Observed Spring Flow Volume (4-6): 3.67
Total Simulated Storm Volume: 7.54 Total Observed Storm Volume: 9.61
Simulated Summer Storm Volume (7-9): 1.52 Observed Summer Storm Volume (7-9): 1.21
Errors (Simulated-Observed) Recommended Criteria Last run
Error in total volume: 6.63 10
Error in 50% lowest flows: 16.82 10
Error in 10% highest flows: -6.11 15
Seasonal volume error - Summer: 31.30 30
Seasonal volume error - Fall: -0.75 30
Seasonal volume error - Winter: -12.36 30
Seasonal volume error - Spring: 11.63 30
Error in storm volumes: -27.51 20
Error in summer storm volumes: 20.76 50

Figure A.8. Calendar Year 1999 Statistics at 02204070 — South River at Klondike Road.
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Figure A.9. 10-Year Validation (Daily Flow) at 02219000 — Apalachee River near Bostwick,

GA.
10-Year Flow Comparison for 02219000 (1/1/1990 to 12/31/1999)
® Avg Flow (1/1/1990 to 12/31/1999) Avg Monthly Rainfall (in)
------ One-to-one line —e— Avg Observed Flow (1/1/1990 to 12/31/1999)
Best-fit line == Avg Modeled Flow (Same Period)
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Figure A.10. 10-Year Validation (Monthly Average) at 02219000 — Apalachee River near
Bostwick, GA.
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10-Year Flow Comparison for 02219000 (1/1/1990 to 12/31/1999)
Average Monthly Rainfall (in) W Observed (25th, 75th)
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Figure A.11. 10-Year Validation (Monthly Medians) at 02219000 — Apalachee River near

Bostwick, GA.
Simulation Name: 02219000 Simulation Period:
Watershed Area (ac): 119738
Period for Flow Analysis
Begin Date: 01/01/90 Baseflow PERCENTILE: 25
End Date: 12/31/99 Usually 1%-5%
Total Simulated In-stream Flow: 217.08 Total Observed In-stream Flow: 194.66
Total of highest 10% flows: 90.29 Total of Observed highest 10% flows: 78.55
Total of lowest 50% flows: 35.38 Total of Observed Lowest 50% flows: 37.57
Simulated Summer Flow Volume ( months 7-9): 36.16 Observed Summer Flow Volume (7-9): 29.31
Simulated Fall Flow Volume (months 10-12): 44.03 Observed Fall Flow Volume (10-12): 40.69
Simulated Winter Flow Volume (months 1-3): 90.27 Observed Winter Flow Volume (1-3): 81.15
Simulated Spring Flow Volume (months 4-6): 46.62 Observed Spring Flow Volume (4-6): 4351
Total Simulated Storm Volume: 185.93 Total Observed Storm Volume: 162.94
Simulated Summer Storm Volume (7-9): 28.43 Observed Summer Storm Volume (7-9): 21.48
Errors (Simulated-Observed) Recommended Criteria Last run
Error in total volume: 10.33 10
Error in 50% lowest flows: -6.21 10
Error in 10% highest flows: 13.01 15
Seasonal volume error - Summer: 18.93 30
Seasonal volume error - Fall: 7.60 30
Seasonal volume error - Winter: 10.10 30
Seasonal volume error - Spring: 6.66 30
Error in storm volumes: 12.36 20
Error in summer storm volumes: 24.43 50

Figure A.12. 10-Year Validation Statistics at 02219000 — Apalachee River near Bostwick, GA.
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Figure A.13. 10-Year Validation (Daily Flow) at 02217500 — Middle Oconee River near Athens,

GA.
10-Year Flow Comparison for 02217500 (1/1/1990 to 12/31/1999)
® Avg Flow (1/1/1990 to 12/31/1999) Avg Monthly Rainfall (in)
------ One-to-one line —e— Avg Observed Flow (1/1/1990 to 12/31/1999)
Best-fit line == Avg Modeled Flow (Same Period)
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Figure A.14. 10-Year Validation (Monthly Average) at 02217500 — Middle Oconee River near
Athens, GA.
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10-Year Flow Comparison for 02217500 (1/1/1990 to 12/31/1999)
Average Monthly Rainfall (in) W Observed (25th, 75th)
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Figure A.15. 10-Year Validation (Monthly Medians) at 02217500 — Middle Oconee River near

Athens, GA.
Simulation Name: 02217500 Simulation Period:
Watershed Area (ac): 252006
Period for Flow Analysis
Begin Date: 01/01/90 Baseflow PERCENTILE: 25
End Date: 12/31/99 Usually 1%-5%
Total Simulated In-stream Flow: 216.24 Total Observed In-stream Flow: 204.71
Total of highest 10% flows: 86.28 Total of Observed highest 10% flows: 78.78
Total of lowest 50% flows: 38.25 Total of Observed Lowest 50% flows: 41.80
Simulated Summer Flow Volume ( months 7-9): 28.67 Observed Summer Flow Volume (7-9): 27.55
Simulated Fall Flow Volume (months 10-12): 41.92 Observed Fall Flow Volume (10-12): 42.23
Simulated Winter Flow Volume (months 1-3): 91.48 Observed Winter Flow Volume (1-3): 86.27
Simulated Spring Flow Volume (months 4-6): 54.17 Observed Spring Flow Volume (4-6): 48.65
Total Simulated Storm Volume: 175.96 Total Observed Storm Volume: 167.18
Simulated Summer Storm Volume (7-9): 18.50 Observed Summer Storm Volume (7-9): 18.39
Errors (Simulated-Observed) Recommended Criteria Last run
Error in total volume: 5.33 10
Error in 50% lowest flows: -9.30 10
Error in 10% highest flows: 8.69 15
Seasonal volume error - Summer: 3.89 30
Seasonal volume error - Fall: -0.74 30
Seasonal volume error - Winter: 5.69 30
Seasonal volume error - Spring: 10.19 30
Error in storm volumes: 4.99 20
Error in summer storm volumes: 0.61 50

Figure A.16. 10-Year Validation Statistics at 02217500 — Middle Oconee River near Athens,

GA.
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Figure A.17. 10-Year Validation (Daily Flow) at 02220900 — Little River near Eatonton, GA.

10-Year Flow Comparison for 02220900 (1/1/1990 to 12/31/1999)

® Avg Flow (1/1/1990 to 12/31/1999) Avg Monthly Rainfall (in)
------ One-to-one line —e— Avg Observed Flow (1/1/1990 to 12/31/1999)
Best-fit line == Avg Modeled Flow (Same Period)
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Figure A.18. 10-Year Validation (Monthly Average) at 02220900 — Little River near Eatonton,
GA.
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10-Year Flow Comparison for 02220900 (1/1/1990 to 12/31/1999)
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Figure A.19. 10-Year Validation (Monthly Medians) at 02220900 — Little River near Eatonton,

GA.
Simulation Name: 02220900 Simulation Period:
Watershed Area (ac): 174445
Period for Flow Analysis
Begin Date: 01/01/90 Baseflow PERCENTILE: 25
End Date: 12/31/99 Usually 1%-5%
Total Simulated In-stream Flow: 197.17 Total Observed In-stream Flow: 140.21
Total of highest 10% flows: 77.93 Total of Observed highest 10% flows: 67.14
Total of lowest 50% flows: 34.87 Total of Observed Lowest 50% flows: 18.88
Simulated Summer Flow Volume ( months 7-9): 29.53 Observed Summer Flow Volume (7-9): 15.17
Simulated Fall Flow Volume (months 10-12): 38.32 Observed Fall Flow Volume (10-12): 27.72
Simulated Winter Flow Volume (months 1-3): 87.78 Observed Winter Flow Volume (1-3): 69.58
Simulated Spring Flow Volume (months 4-6): 41.54 Observed Spring Flow Volume (4-6): 27.75
Total Simulated Storm Volume: 162.94 Total Observed Storm Volume: 131.80
Simulated Summer Storm Volume (7-9): 20.93 Observed Summer Storm Volume (7-9): 13.08
Errors (Simulated-Observed) Recommended Criteria Last run
Error in total volume: 28.89 10
Error in 50% lowest flows: 45.86 10
Error in 10% highest flows: 13.84 15
Seasonal volume error - Summer: 48.64 30
Seasonal volume error - Fall: 27.66 30
Seasonal volume error - Winter: 20.74 30
Seasonal volume error - Spring: 33.20 30
Error in storm volumes: 19.11 20
Error in summer storm volumes: 37.52 50

Figure A.20. 10-Year Validation Statistics at 02220900 — Little River near Eatonton, GA.
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Figure A.21. 10-Year Validation (Daily Flow) at 02221525 — Murder Creek below Eatonton,

GA.
10-Year Flow Comparison for 02221525 (1/1/1990 to 12/31/1999)
® Avg Flow (1/1/1990 to 12/31/1999) Avg Monthly Rainfall (in)
------ One-to-one line —e— Avg Observed Flow (1/1/1990 to 12/31/1999)
Best-fit line == Avg Modeled Flow (Same Period)
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Figure A.22. 10-Year Validation (Monthly Average) at 02221525 — Murder Creek below
Eatonton, GA.
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10-Year Flow Comparison for 02221525 (1/1/1990 to 12/31/1999)
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Figure A.23. 10-Year Validation (Monthly Medians) at 02221525 — Murder Creek below

Eatonton, GA.

Simulation Name: 02221525 Simulation Period:
Watershed Area (ac): 121690
Period for Flow Analysis
Begin Date: 01/01/90 Baseflow PERCENTILE: 25
End Date: 12/31/99 Usually 1%-5%
Total Simulated In-stream Flow: 183.13 Total Observed In-stream Flow: 136.13
Total of highest 10% flows: 77.13 Total of Observed highest 10% flows: 65.23
Total of lowest 50% flows: 29.68 Total of Observed Lowest 50% flows: 19.42
Simulated Summer Flow Volume ( months 7-9): 25.17 Observed Summer Flow Volume (7-9): 14.98
Simulated Fall Flow Volume (months 10-12): 34.40 Observed Fall Flow Volume (10-12): 25.89
Simulated Winter Flow Volume (months 1-3): 85.48 Observed Winter Flow Volume (1-3): 68.24
Simulated Spring Flow Volume (months 4-6): 38.09 Observed Spring Flow Volume (4-6): 27.02
Total Simulated Storm Volume: 154.89 Total Observed Storm Volume: 126.19
Simulated Summer Storm Volume (7-9): 18.04 Observed Summer Storm Volume (7-9): 12.51
Errors (Simulated-Observed) Recommended Criteria Last run
Error in total volume: 25.67 10
Error in 50% lowest flows: 34.59 10
Error in 10% highest flows: 15.43 15
Seasonal volume error - Summer: 40.47 30
Seasonal volume error - Fall: 24.73 30
Seasonal volume error - Winter: 20.17 30
Seasonal volume error - Spring: 29.06 30
Error in storm volumes: 18.52 20
Error in summer storm volumes: 30.66 50

Figure A.24. 10-Year Validation Statistics at 02221525 — Murder Creek below Eatonton, GA.
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Figure A.25. 10-Year Validation (Daily Flow) at 02208450 — Alcovy River above Covington,

GA.
10-Year Flow Comparison for 02208450 (1/1/1990 to 12/31/1999)
® Avg Flow (1/1/1990 to 12/31/1999) Avg Monthly Rainfall (in)
------ One-to-one line —e— Avg Observed Flow (1/1/1990 to 12/31/1999)
Best-fit line == Avg Modeled Flow (Same Period)
& 800 T T T 800 0
L y g ) J FMA M J J A S O N D
15 1 y=0.9025x - 4.045 1 I -1
; 700 R?=0.9577 700 L, =
9 600 . 600 E
L a 4 3 =
‘0@ - / [S]
g™ yd s /M\\ [t 5
(3 400 X = 400 A 5
Qo L’ K=l e =
O 300 = L 300 S
) . " 7 =
200 N o )
g p (‘.2/ 200 N+ lg =
2 100 i 100 L g
<
o 0 10
0 100 200 300 400 500 600 700 800 1 2 3 4 5 6 7 8 9 10 11 12
Average Modeled Flow (cfs) Month

Figure A.26. 10-Year Validation (Monthly Average) at 02208450 — Alcovy River above
Covington, GA.
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10-Year Flow Comparison for 02208450 (1/1/1990 to 12/31/1999)
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Figure A.27. 10-Year Validation (Monthly Medians) at 02208450 — Alcovy River above

Covington, GA.

Simulation Name: 02208450 Simulation Period:
Watershed Area (ac): 122720
Period for Flow Analysis
Begin Date: 01/01/90 Baseflow PERCENTILE: 25
End Date: 12/31/99 Usually 1%-5%
Total Simulated In-stream Flow: 220.25 Total Observed In-stream Flow: 195.82
Total of highest 10% flows: 89.19 Total of Observed highest 10% flows: 72.34
Total of lowest 50% flows: 38.46 Total of Observed Lowest 50% flows: 35.50
Simulated Summer Flow Volume ( months 7-9): 37.13 Observed Summer Flow Volume (7-9): 29.05
Simulated Fall Flow Volume (months 10-12): 44.68 Observed Fall Flow Volume (10-12): 42.19
Simulated Winter Flow Volume (months 1-3): 90.33 Observed Winter Flow Volume (1-3): 81.59
Simulated Spring Flow Volume (months 4-6): 48.11 Observed Spring Flow Volume (4-6): 42.99
Total Simulated Storm Volume: 184.55 Total Observed Storm Volume: 171.05
Simulated Summer Storm Volume (7-9): 28.18 Observed Summer Storm Volume (7-9): 22.97
Errors (Simulated-Observed) Recommended Criteria Last run
Error in total volume: 11.09 10
Error in 50% lowest flows: 7.69 10
Error in 10% highest flows: 18.90 15
Seasonal volume error - Summer: 21.75 30
Seasonal volume error - Fall: 5.57 30
Seasonal volume error - Winter: 9.68 30
Seasonal volume error - Spring: 10.64 30
Error in storm volumes: 7.31 20
Error in summer storm volumes: 18.49 50

Figure A.28. 10-Year Validation Statistics at 02208450 — Alcovy River above Covington, GA.
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Figure A.29. 10-Year Validation (Daily Flow) at 02213000 — Ocmulgee River at Macon, GA.

10-Year Flow Comparison for 02213000 (1/1/1990 to 12/31/1999)
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Figure A.30. 10-Year Validation (Monthly Average) at 02213000 — Ocmulgee River at Macon,
GA.
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Figure A.31. 10-Year Validation (Monthly Medians) at 02213000 — Ocmulgee River at Macon,

GA.
Simulation Name: 02213000 Simulation Period:
Watershed Area (ac): 1450880
Period for Flow Analysis
Begin Date: 01/01/90 Baseflow PERCENTILE: 25
End Date: 12/31/99 Usually 1%-5%
Total Simulated In-stream Flow: 193.01 Total Observed In-stream Flow: 184.66
Total of highest 10% flows: 69.82 Total of Observed highest 10% flows: 72.06
Total of lowest 50% flows: 38.75 Total of Observed Lowest 50% flows: 31.13
Simulated Summer Flow Volume ( months 7-9): 33.16 Observed Summer Flow Volume (7-9): 29.35
Simulated Fall Flow Volume (months 10-12): 39.39 Observed Fall Flow Volume (10-12): 37.54
Simulated Winter Flow Volume (months 1-3): 80.11 Observed Winter Flow Volume (1-3): 81.07
Simulated Spring Flow Volume (months 4-6): 40.35 Observed Spring Flow Volume (4-6): 36.70
Total Simulated Storm Volume: 154.66 Total Observed Storm Volume: 157.23
Simulated Summer Storm Volume (7-9): 23.59 Observed Summer Storm Volume (7-9): 22.55
Errors (Simulated-Observed) Recommended Criteria Last run
Error in total volume: 4.33 10
Error in 50% lowest flows: 19.67 10
Error in 10% highest flows: -3.21 15
Seasonal volume error - Summer: 11.50 30
Seasonal volume error - Fall: 4.71 30
Seasonal volume error - Winter: -1.20 30
Seasonal volume error - Spring: 9.03 30
Error in storm volumes: -1.66 20
Error in summer storm volumes: 4.41 50

Figure A.32. 10-Year Validation Statistics at 02213000 — Ocmulgee River at Macon, GA.



